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435/637-4075 435/637-4073 Fax
Environmental Consultants

March 30, 2004

Mrs. Diana Mason
State of Utah
Division of Oil Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Application for Permit to Drill-Dominion Exploration & Production, Inc.
LCU 12-36F

, 2,103' FSL, 475' FWL, NW/4 SW/4, Section 36
T10S, R20E, SLB&M, Uintah County, Utah

Dear Mrs. Mason:

On behalf of Dominion Exploration & Production, Inc. (Dominion), Buys & Associates, Inc. respectfully sub-
mits the enclosed original and one copy of the Application forPermit to Drill (APD) for the above referenced
well. Included with the APD is the following supplemental information:

Exhibit "A" - Survey plats, layouts and photos of the proposed well site;

Exhibit "B" - Proposed location maps with access and utility corridors;

Exhibit "C" - Production site layout;

Exhibit "D" - Drilling Plan;

Exhibit "E" - Surface Use Plan;

Exhibit "F" - Typical BOP and Choke Manifold diagram.

Please accept this letter as Dominion's, written request for confidential treatment of all information contained in
and pertaining to this application.

Thank you very much for your timely consideration of this application. Please feel free to contact myself or
Carla Christian of Dominion at 405-749-5263 if you have any questions or need additional information.

Sincerely,

N.J. RECEIVED
Agent for Dominion APR2 2 2004
cc: Fluid Mineral Group, BLM-Vernal Field Office

Ed Bonner, SITLA- State Office DIV.OF OlL,GAS&MINING
Carla Christian, Dominion
Marty Buys, Buys & Associates, Inc.
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STATE OF UTAH FORM 3
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING AMENDEDREPORT O
(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:

APPLICATION FOR PERMIT TO DRILL ML-47391 State
7. IF INDIAN,ALLOTTEEOR TRIBE NAME:

1A.TYPEOFWORK: DRILL2 REENTER DEEPEN N/A
8. UNITor CA AGREEMENTNAME:

B. TYPE OF WELL: OIL GAS OTHER SINGLEZONE MULTIPLE ZONE undesignated
2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:

Dominion Exploration & Production, Inc. LCU 12-36F
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

14000 Quail Sp Pkwy Oklahoma City E 73134 (405) 749-5263 Natural Buttes
4. LOCATIONOF WELL (FOOTAGES) \ 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:

ATSURFACE: 2,103' FSL, 475' FWL -' / NWSW 36 10 20 S
AT PROPOSED PRODUCING ZONE 2,103' FSL, 475' FWL ÑÛ

14. DISTANCE IN MILESAND DIRECTIONFROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

13.19 miles southeast of Ouray, Utah Uintah
UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE UNE (FEET) 16. NUMBEROF ACRES IN LEASE 17. NJMBER OF ACRES ASSIGNED TO THIS WELL

475' 640 40

18. DISTANCETO NEAREST WELL(DRILLING,COMPLETED,OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:
APPLIED FOR}ON THIS LEASE (FEET)

2,900' 8,000 SITLA Blanket 76S 63050 361
21. ELEVATIONS(SHOW WHETHERDF. RT, GR, ETC.}: 22. APPROXIMATEDATE WORK WILL START: 23. ESTIMATEDDURATION:

5,290' 6/15/2004 14 days

24. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE CASING SIZE, GRADE, ANDWEIGHTPER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,ANDSLURRYWEIGHT

17-1/2" 13-3/8" H-40 ST 48# 500 Class C + 2% CaCI 450 sacks

12-1/4" 8-5/8" J-55 LT 32# 2,200 see Drilling Plan 385/370

7-7/8" 5-1/2" Mav 80 L 17# 7,500 see DrillingPlan 160/435

RECEIVED
APR 2 2004

25. ATTACHMENTS DIV.OFOIL,GAS&MINING

VERIFYTHE FOLLOWINGARE ATTACHEDINACCORDANŒ WITHTHE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELL PLATOR MAPPREPARED BY LICENSEDSURVEYOR OR ENGINEER COMPLETE DR1LL1NGPLAN

[¯|
EVIDENCEOF DIVISIONOF WATER RIGHTS APPROVALFOR USE OF WATER FORM 5. IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRIN DOn Hamilton TITLE Agentfor Dominion Exploration & Production, Inc.

SIGNATURE nyg ,
DATE 3/30/2004

(This space for State use only)

APPROVED BYTHE STATE
OF UTAH DIVISIONOF

APINUMBERASSIGNED: APPROVAL: OIL,G ND INING
DATE:

(1112001) (See Instructions on Reverse S
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20 21 R20E, S.L.B.&M. Uintah County Utah.
E ES89°14'W

- 5267.46' (G.L.O.)
BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION
I

_i 20, T10S, R20E, S.L.B.&M. TAKEN FROM THE BIG PACK MTN.
š d NW, QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD.

(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 5251 FEET.

o om
Z 1928 Brass Cap
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of Stones
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Elev. Ungraded Ground = 5290'

CERTIFICATE ( nii
THIS IS TO CERTIFYTHAT THE ABOVE OM
FIELD NOTES OF ACTUALSURVEYS OR
SUPERVISIONAND THAT THE SAM ¶¾UE AND CORR E
BEST OF MY KNOWLEDGEAND BEl.1E

: o

RE
'

R&,LAN RVEYOR
REGl .Ng. 1 3

Revised: 02-25-04 D.R.B. STATE
c.c. 1928 Brass cop ogggot rkedæStone ' H ¿na,? T10S UINNH ENGINEERING & LAND SURVEYING

1928 Br Cap NB956'2J"W S89°50'W
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- TiiS 85 SOUTH ß00 EAST - VERNAL, UTAH 84078

J' Hi in Pre SB6 4 336.89' (Meæ) 1339.80' (G.L.O.) 1332.54' (G.L.O.)
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BASIS OF BEARINGSLEGEND: SCALE
n

DATE SURVEYED: DATE DRAWN:
BASIS OF BEARINGS IS A G.P.S. OBSERVATION. 1 = 1000' 02-10-04 02-10-04
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39°54'08.68" (39.902411) WEATHER FILE
A = SECTION CORNERS LOCATED. LONGITUDE=
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O O
DRILLING PLAN

APPROVAL OF OPERATIONS

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000 QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
Well Location: LCU 12-36F

2013' FSL & 475' FWL
Section 36-10S-20E

Uintah County, UT

1. GEOLOGIC SURFACE FORMATION Uintah

2. ESTIMATED DEPTHS OF IMPORTANT GEOLOGIC MARKERS

Formation Depth

Green River 911'
Wasatach Tongue 3,821'
Green River Tongue 4,151'
Wasatch 4,311'
Chapita Wells 5,663'
Uteland Buttes 6,411'
Mesaverde 7,511'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER. OIL, GAS OR MINERALS

Formation Depth Type

Green River 911' Oil
Wasatch Tongue 3,821' Oil
Green River Tongue 4,151' Oil
Wasatch 4,31l' Gas
Chapita Wells 5,663' Gas
Uteland Buttes 6,41l' Gas
Mesaverde 7,511' Gas

4. PROPOSED CASING PROGRAM

All casing used to drill this well will be new casing.

Typ_e Size Weight Grade Conn. Tog Bottom Hi

Surface 13-3/8" 48.0 ppf H-40 STC 0' 500' 17-½"

Intermediate 8-5/8" 32.0 ppf J-55 LTC 0' 2,200' 12-1/4"

Production 5-1/2" 17.0 ppf MAV-80 LTC 0' 8,000' 7-7/8"

5. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized.
Intermediate hole: To be drilled using a diverter stack with rotating head to divert flow from rig floor.
Production hole: Prior to drilling out the intermediate casing shoe, 3,000 psi or greater BOP equipment will be installed.
The pipe rams will be operated at least once per day from intermediate casing to totaldepth. The blind rams will be tested
once per day from intermediate casing to total depth if operations permit.

CONilDD
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O O
DRILLING PLAN

APPROVAL OF OPERATIONS

A diagram of the planned BOP equipment for normal drilling operations in this area is attached. As denoted there will be
two valves and one check valve on the kill line, two valves on the choke line, and two adjustable chokes on the manifold
system. The BOP "stack" will consist of two BOP rams (1 pipe, I blind) and one annular type preventer, all rated to a
minimum of 3,000 psi working pressure.

The BOP equipment will be pressure testedprior to drilling below the intermediate casing shoe. All test pressures will be
maintained for fifteen (15) minutes without any significant pressure decrease. Clear water will be circulated into the BOP
stack and lines prior to pressure testing. The following test pressures will be used as a minimum for various equipment
items,

1. Annular BOP 1,500psi
2. Ram type BOP 3,000 psi
3. Kill line valves 3,000 psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,000 psi
6. Casing, casinghead & weld 1,500 psi
7. Upper kelly cock and safety valve 3,000 psi
8. Dart valve 3,000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water influx becomes too great.
• KCL mud system will be used to drill well.

Depths Mud Weight (ppe) Mud System
0' - 500' 8.4 Air foam mist, no pressure control

500' - 2,200' 8.6 Fresh water, rotating head and diverter
2,200' - 8,000' 8.6 Fresh water/2% KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installed on blooie line. The blooie will have a contant ignition source.
• A "target tee" connection will be installed on blooie line for 90° change of directions for abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EQUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kept on floor. Valve will be used when the kelly is not in string.

9. TESTING. LOGGING, AND CORING PROGRAMS TO BE FOLLOWED
• A drillstem test in the Wasatch Tongue is possible.
• One electric line wire-log will be run from total depth to intermediate casing.
• The gamma ray will be left on to record from total depth to intermediate casing.
• Other log curves (resistivities, porosity, and caliper) will record from total depth to intermediate casing.
• A dipmeter, percussion cores, or rotary cores may be run over selected intervals.

10. ANTICIPATED ABNORMAL PRESSURES OR TEMPERATURES EXPECTED
• Expected BHP 1,500-2,000 psi (lower than normal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrated do not contain known H2S gas.

11. WATER SUPPLY
• No water pipelines will be laid for this well.
• No water well will be drilled for this well.
• Drilling water for this will be hauled on the road(s) shown in Attachment No. 3.
• Water will be hauled from: Water Permit # 43-10447 Section 9, Township 8 South, Range 20
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O O
DRILLING PLAN

APPROVAL OF OPERATIONS

12. CEMENT SYSTEMS

a. Surfàce Cement:
Drill 17-½" hole to 500' and cement 13-3/8" to surfàce with 450 sks class "C" cement with 2% CaCl2and
1/4 #/sk. Poly-E-Flakes (volume includes 40% excess). Top out if necessary with Top Out cement listed below.

b. Intermediate Casing Cement:
• Drill 12-1/4" hole to 2,200'+, run and cement 8-5/8" to surface.
• Pump 20 bbls lightly weighted water spacer followed by 5 bbls fresh water. Displace with any available water.
• Casing to be run with: a) guide shoe b) insert float c) three (3) centralizers, one on each of first 3 joints d) stop ring

for plug two jointsoff'bottom e) bottom three jointsthread locked f) pump job with bottom plug only.
• Cement to surface not required due to surface casing set deeper than normal.

H_ok Cement
Type Sack_s Interval Density Yield Volume Volume Excess
Lead 385 0'-1,700' 11.0 ppg 3.82 CFS 733 CF 1,466 CF 100%
Tail 370 1,700'-2,200' 15.6 ppg 1.20 CFS 220 CF 440 CF 100%

Lead Mix: Halliburton Prem Plus V blend. Blend includes Class "C" cement, gel, salt, gilsonite, EX-1 and HR-7.
Slurry yield: 3.82 ef/sack Slurry weight: 11.00 #/gal.
Water requirement: 22.95 gallsack
Compressives @130°F: 157 psi after 24 hours

Tail Mix: Class "G" Cement, 1/4 lb/sk Cellophane Flakes + 2% bwoc Calcium Chloride + 44.3% fresh water.

Pump Time: I hr. 5 min. @90 °F.

Compressives 95 °F: 24 Hour is 4,700 psi

c. Production Casing Cement:
• Drill 7-7/8" hole to 8,400'±, run and cement 5 1/2".
• Cement interface is at 3,700', which is typically 500'-1,000' above shallowest pay.
• Pump 20 bbl Mud Clean II unweighted spacer, followed by 20 Bbls fresh H20 spacer.
• Displace with 3% KCL.

Hok Cement
T_ype Saclui Interval Density M Volume Volume Excess
Lead 160 3,700'-4,700' 11.5 ppg 3.12 CFS 175 CF 350 CF 100%
Tail 435 4,700'-8,000' 13.0 ppg 1.75 CFS 473 CF 946 CF 100%

Note: Caliper will be run to determine exact cement volume.

Lead Mix: Halliburton Prem Plus V blend. Blend includes Class "C" cement, gel, salt, gilsonite, EX-1 and HR-7.
Slurry yield: 3.12 ef/sack Slurry weight: 11.60 #/gal.
Water requirement: 17.71 gal/sack
Compressives @130°F: 157 psi after 24 hours

Tail Mix: Halliburton HLC blend (Prem Plus V/JB flyash). Blend includes Class "G" cement, KCl, EX-1, Halad 322,
& HR-5.
Slurry yield: 1.75 of/sack Slurry weight: 13.00 #/gal.
Water requirement: 9.09 gal/sack
Compressives @165°F: 905 psi after 24 hours

13. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS
Starting Date: June 15, 2004
Duration: 14 Days
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DRILLING PLAN

APPROVAL OF OPERATIONS
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SURFACE USE PLAN

CONDITIONS OF APPROVAL

Attachment forPermit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000 QuailSprings Parkway, Suite 600

Oklahoma City, OK 73134
Well Location: LCU 12-36F

2013' FSL & 475' FWL
Section 36-10S-20E
Uintah County, UT

The dirt contractor will be provided with an approved copy of the surface use plan of operations
before initiating construction.

The onsite inspection for the referenced well is pending

1. Existing Roads:

a. The proposed well site is located approximately 13.196 miles southeast of Ouray, UT.

b. Directions to the proposed well site have been attached at the end of Exhibit B.

c. The use of roads under State and County Road Department maintenance is necessary to
access the Wild Horse Bench Unit. However, an encroachment permit is not anticipated
since no upgrades to the State or County Road system are proposed at this time.

d. All existing roads will be maintained and kept in good repair during all phases of operation.

e. Vehicle operators will obey posted speed restrictions and observe safe speeds commensurate
with road and weather conditions.

f. Since no improvements are anticipated to the State, County, SITLA or BLM access roads no
topsoil striping will occur.

g. An off-lease federal right-of-way is required for the access road and utility corridor and is
being applied for at this time.

2. Planned Access Roads:

a. From the proposed LCU 10-35F access road and access is proposed trending east
approximately 3,400' to the proposed well site. The access consists of entirely new
disturbance and crosses only minor drainages. A road design plan is not anticipated at this
time,

b. The proposed access road will consist of a 14' travel surface within a 30' disturbed area.

c. Proposed access will utilize SITLA lands in which a right-of-way is not anticipated at this
time and federal lands in which a federal right-of-way will be required and is being applied
for at this time. Approval to construct and utilize the SITLA portion of the proposed access
road is requested with this application.

d. A maximum grade of 10% will be maintained throughout the project with no cuts and
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required to access the well.

e. No turnouts are proposed since the access road is only 3,400' long and adequatesite distance
exists in all directions,

f. No culverts are anticipated at this time. Adequate drainage structures will be incorporated
into the remainder of road.

g. No surfàcing material will come from SITLA, federal, or Indian lands.

h. No gates or cattle guards are anticipated at this time.

i. Surfàce disturbance and vehicular travel will be limited to the approved locationaccessroad.

j. The operator will be responsible for all maintenance of the access road including drainage
structures.

3. Location of Existing Wells:

a. Following is a list of existing wells within a one mile radius of the proposed well:

i. Water wells None
ii. Injection wells None

iii. Disposal wells None
iv. Drilling wells None
v. Temp. shut-in wells None

vi. Producing wells None
vii. Abandon wells 1

b. Exhibit B has a map reflecting these wells within a one mile radius of the proposed well.

4. Location of Production Facilities:

a. All permanent structures will be painted a flat, non-reflective Desert Brown to match the
standard environmental colors. All facilities will be painted within sixmonths of installation.
Facilities required to comply with the Occupational Safety and Health Act (OSHA) may be
excluded.

b. A tank battery will be constructed on this lease, it will be surrounded by a dike of sufficient
capacity to contain the storage capacity of the largest tank. All loading lines and valves will
be placed inside the berm surrounding the tank battery.

c. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

d. All access roads will be maintained as necessary to prevent erosion and accommodate year-
round traffic. The road will be maintained in a safe useable condition.

e. The site will require periodic maintenance to ensure that drainages are kept open and free of
debris, ice, and snow, and that surfaces are properly treated to reduce erosion, fugitive dust,
and impacts to adjacent areas.

f. A gas pipeline is associated with this application and is being applied for at this time. The
proposed gas pipeline corridor will leave the northwest side of the well site and
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northwest to the proposed 4" pipeline for the LCU 10-35F.

g. The gas pipeline will be a 4" steel surface line within a 20' wide utility corridor. The use of
the proposed and existing access roads will facilitate the staging of the pipeline construction.
A new pipeline length of approximately 3,400' is associated with this well.

h. Dominion intends on installing the pipeline on the surface by welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass to
join the long lengths together. Dominion intends on connecting the pipeline togetherutilizing
conventional welding technology.

5. Location and Type of Water Supply:

a. The location and type of water supply has been addressed as number 11 within the previous
drilling plan information.

6. Source of Construction Material:

a. No construction materials will be removed from SITLA or BLM managed lands.

b. If any gravel is used, it will be obtained from a state approved gravel pit.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on site.

c. The reserve pit will be located outboard of the location and along the southwest side of the
pad.

d. The reserve pit will be constructed so as not to leak, break, or allow any discharge.

e. The reserve pit will be lined with 12 mil minimum thickness plastic nylon reinforced liner
material. The liner will overlay a felt liner pad only if rock is encountered duringexcavation.
The pit liner will overlap the pit walls and be covered with dirt and/or rocks to hold it in
place. No trash, scrap pipe, etc., that could puncture the liner will be disposed of in the pit.
Pit walls will be sloped no greater than 2:1. A minimum2-foot freeboard will be maintained
in the pit at all times during the drilling and completion operation.

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be fenced
before drilling starts. The fourth side will be fenced as soon as drilling is completed, and
shall remain until the pit is dry. After the reserve pit has dried, all areas not needed for
production will be rehabilitated.

g. No chemicals subject to reporting under SARATitle III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completion of the well. Furthermore, no
extremely hazardous substances, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling, testing, or completion of
the
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h. Trash will be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than at the completion of drilling operations. The contents of the trash
container will be hauled off periodically to the approved Uintah CountyLandfill near Vernal,
Utah.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water or
other produced fluids will be cleaned up and removed.

j. After initial clean-up, a 400 bbl tank will be installed to contain produced waste water. This
water will be transported from the tank to an approved Dominion disposal well for disposal.

k. After first production, produced wastewater will be confined to a lined pit or storage tank for
a period not to exceed ninety (90) days. During the 90-day period, an application for
approval of a permanent disposal method and location will be applied for.

1. Any salts and/or chemicals, which are an integral part of the drilling system, will be disposed
of in the same manner as the drilling fluid.

m. Sanitary facilities will be on site at all times during operations. Sewage will be placed in a
portable chemical toilet and the toilet replaced periodically utilizing a licensed contractor to
transport by truck the portable chemical toilet so that its contents can be delivered to the
Vernal Wastewater Treatment Facility in accordance with state and county regulations.

8. Ancillary Facilities:

a. Garbage Containers and Portable Toilets are the only ancillary facilities proposed in this
application.

9. Well Site Lavout: (See Exhibit B)

a. The well will be properly identified.

b. Access to the well pad will be from the northwest.

c. The pad and road designs are consistent with SITLA and DOGM specifications.

d. A pre-construction ineeting with a responsible company representative and contractors will be
conducted at the project site prior to commencementof surfàce-disturbingactivities. The pad and
road will be construction-staked prior to this meeting.

e. The pad has been staked at its maximum size of 355' X 200'; however it will be constructed
smaller if possible, depending upon rig availability. Should the layout change, this application
will be amended and approved utilizing a sundry notice.

f. All surface disturbing activities, will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in the
approved plans.

g. All cut and fill slopes will be such that stability can be maintained for the life of the activity.

h. Diversion ditches will be constructed as shown around the well site to prevent surfacewaters
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entering the well site area. Diversion drainage will be constructed around corners 6, 7 and 8 of
the location.

i. The site surface will be graded to drain away from the pit to avoid pit spillage during large storm
events.

j. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow on the
uphill side of the location to prevent any possible contamination. All topsoil will be stockpiled
for reclamation in such a way as to prevent soil loss and contamination.

k. Pits will remain fenced until site cleanup.

l. The blooie line will be located at least 100 feet from the well head,

m. Water injection may be implemented if necessary to minimize the amount of fugitive dust.

10. Plans for Restoration of the Surfàce:

a. Site reclamation for a producing well will be accomplished for portionsof the site not required for
the continued operation of the well.

b. The Operator will control noxious weeds along access road use authorizations, pipeline route
authorizations, well sites, or other applicable facilities by spraying or mechanical removal. A list
of noxious weeds may be obtained from the County Extension Office.

c. Upon well completion, any hydrocarbons in the pit shall be removed. Once the reserve pit is dry,
the plastic nylon reinforced liner shall be torn and perforated before backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for production facilities/operations

will be recontoured to the approximate natural contours.

d. The cut and fill slopes and all other disturbed areas not needed for the production operation will
be top soiled and re-vegetated. The stockpiled topsoil will be evenly distributed over the
disturbed area.

e. Prior to reseeding the site, all disturbed areas, including the access road, will be scarified and left
with a rough surface. The site will then be seeded and/or planted as prescribedby the SITLAwith
a seed mix recommended during the onsite review.

11. Surfàce and Mineral Ownership:

a. Both Surfàce and Mineral Ownershipis State under the management ofthe SITLA-State Office,
675 East 500 South, Suite 500, Salt Lake, City, Utah 84102-2818; 801-538-5100.

12. Other Information:

a. AIA Archaeological will conduct a Class III archeological survey. A copy of the pending report
will be submitted under separate cover to the appropriate agencies by AIA Archaeological.

b. A federal right-of-way is necessary for this application and is being applied for at this time.
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13. Operator's Representative and Certification

Title Name Office Phone
Company Representative (Roosevelt) Mitchiel Hall 1-435-722-4521
Company Representative (Oklahoma) Carla Christian 1-405-749-5263
Agent for Dominion Don Hamilton 1-435-637-4075

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed
drill site and access route; that I am familiar with the conditions which currently exists; that
the statements made in this APD package are, to the best ofmy knowledge, true and correct;
and that the work associated with the operations proposed herein will be performed by
Dominion Exploration & Production, Inc. and its contractors and subcontractors in
conformity with this APD package and the terms and conditions under which it is approved.I
also certify responsibility for the operations conducted on that portion of the leased lands
associated with this application, with bond coverage being provided under Dominion's
SITLA bond.

Signature:
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DOMINION EXPLR. & PROD., INC.
LCU #12-36F

SECTION 36, T10S, R20E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN . A
SOUTHERLY DIRECTION APPROXIMATELY 13.5 MILES ON THE SEEP RIDGE
ROAD TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
SOUTHWEST; TURN RIGHT AND PROCEED IN A SOUTHWESTERLY
DIRECTION APPROXIMATELY 1.8 MILES TO THE BEGINNING OF THE
PROPOSED ACCESS ROAD FOR THE #10-35 TO THE SOUTH; FOLLOW ROAD
FLAGS IN A SOUTHERLY DIRECTION APPROXIMATELY 0.6 MILES TO THE
BEGINNING OF THE PROPOSED ACCESS ROAD TO THE SOUTHEAST;
FOLLOW ROAD FLAGS IN A SOUTHEASTERLY, THEN NORTHERLY, THEN
SOUTHEASTERLY DIRECTION APPROXIMATELY 0.6 MILES TO THE
PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 47.5
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0 = Dit Line °

G = Gos Line
V = Voter Line
R = Relief Line (Pressure)
C = Condensote L,ne
V = Vent Line
D = Droin Line
M = Gas Meter '

P = Pump
BP = Back Pressure Volve
SVS = Seated when Shipping
SUS = Seoted Unless Shipping
T = Heat Troced Line

VELLHEAD <typ> c H = Heatercio° BL = Buried Line
<\ = Votve

= Check Volve
SC = Seated Closed Votve
NC = Nornotty Closed
BD = Blowdown Line
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/02/2004 API NO. ASSIGNED: 43-047-35613

WELL NAME: LCU 12-36F

OPERATOR: DOMINION EXPL & PROD ( N1095 )

CONTACT: DON HAMILTON PHONE NUMBER: 435-650-1886

PROPOSED LOCATION:

NWSW 36 100S 200E INSPECT LOCATN BY: / /

SURFACE: 2103 FSL 0475 FWL .Tech Review Initials Date
BOTTOM: 2103 FSL 0475 FWL

UINTAH Engineering )ggÇ|} 5/1
NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML-47391 Ô '

SURFACE OWNER: 3 - State
LATITUDE: 39.90234

PROPOSED FORMATION: MVRD

COALBED METHANE WELL? NO LONGITUDE: 109.62060

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

V" Plat R649-2-3.

/' Bond: Fed[] Ind[] Sta[3] Fee[]
Unit

]¾o-76S630503610/ )
Potash (Y/N) 97

R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells
'

Water Permit R649-3-3. Exception
UNo.43-10447 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: ;),J tt '

STIPULATIONS:
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Frorn: Ed Bonner
To: Whitney, Diana
Date: 4/5/2004 11:18:42 AM
Subject: Re: Dominion Expl. Lease and Bond

Dominion Exploration & Production leases ML42175, ML47391, and Bond No. 76S63050361 are
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O O
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: DOMINION EXPLORATION & PRODUCTION, INC.
WELL NAME & NUMBER: LCU 12-36F
API NUMBER: 43-047-35613
LEASE: ML-47391 FIELD/UNIT: NATURAL BUTTES
LOCATION: 1/4,1/4 NW/SW Sec: 36 TWP:10S RNG: 20E 475' FWL 2103' FSL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920 F ANOTHER WELL.
GPS COORD CUTM): 4417634E 12617912N SURFACE OWNER: STATE OF UTAH

PARTICIPANTS

DAVID W. HACKFORD (DOGM) , FLOYD BARTLETT (DWR) , JON BINGHAM, DON
HAMILTON (DOMINION). ROBERT KAY CU.E.L.S.) TWO DIRT CONTRACTORS.

REGIONAL/LOCAL SETTING & TOPOGRAPHY

SITE IS IN AN AREA OF ROLLING HILLS AND SHALLOW DRAWS DRAINING NORTH
THEN EVENTUALLY TO THE WEST TO WILLOW CREEK WHICH IS TWO MILES AWAY.
WILLOW CREEK FLOWS TO THE NORTHWEST TO THE GREEN RIVER. OURAY, UTAH IS
13 MILES TO THE NORTH.

SURFACE USE PLAN

CURRENT SURFACE USE: WILDLIFE AND LIVESTOCK GRAZING, HUNTING.

PROPOSED SURFACE DISTURBANCE: LOCATION WILL BE 355' BY 270'. ACCESS ROAD
WILL BE 0.6 MILES. 0.1 MILES OF THIS IS IN SECTION 36 WHICH IS STATE
SURFACE.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: SEE ATTACHED MAP FROM
GIS DATABASE.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: ALL PRODUCTION
FACILITIES WILL BE ON LOCATION AND ADDED AFTER DRILLING WELL. PIPELINE
WILL FOLLOW ACCESS ROAD.

SOURCE OF CONSTRUCTION MATERIAL: ALL CONSTRUCTION MATERIAL WILL BE
BORROWED FROM SITE DURING CONSTRUCTION OF LOCATION.

ANCILLARY FACILITIES: NONE WILL BE REQUIRED.

WASTE MANAGEMENT PLAN:

DRILLED CUTTINGS WILL BE SETTLED INTO RESERVE PIT. LIQUIDS FROM PIT WILL
BE ALLOWED TO EVAPORATE. FORMATION WATER WILL BE CONFINED TO STORAGE
TANKS. SEWAGE FACILITIES, STORAGE AND DISPOSAL WILL BE HANDLED BY
COMMERCIAL CONTRACTOR. TRASH WILL BE CONTAINED IN TRASH BASKETS AND
HAULED TO AN APPROVED LAND FILL.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAURA:HORSEBRUSH, SHADSCALE, PRICKLEY PEAR, CHEATGRASS, SHADSCALE,
RABBITBRUSH: PRONGHORN, COYOTES, SONGBIRDS, RAPTORS, RODENTS,
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COMMERCIAL CONTRACTOR. TRASH WILL BE CONTAINED IN TRASH BASKETS AND
HAULED TO AN APPROVED LAND FILL.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: NONE

FLORA/FAURA:HORSEBRUSH, SHADSCALE, PRICKLEY PEAR, CHEATGRASS, SHADSCALE,
RABBITBRUSH: PRONGHORN, COYOTES, SONGBIRDS, RAPTORS, RODENTS,



SOIL TYPE AND CHA CTERISTICS: LIGHT BROWN S Y CLAY.

EROSION/SEDIMENTATION/STABILITY: VERY LITTLE NATURAL EROSION.
SEDIMENTATION AND STABILITY ARE NOT A PROBLEM AND LOCATION CONSTRUCTION
SHOULDN'T CAUSE AN INCREASE IN STABILITY OR EROSION PROBLEMS.

PALEONTOLOGICAL POTENTIAL: NONE OBSERVED.

RESERVE PIT

CHARACTERISTICS: 140' BY 100' AND EIGHT FEET DEEP.

LINER REQUIREMENTS (Site Ranking Form attached): A LINER WILL NOT BE
REQUIRED FOR THE RESERVE PIT.

SURFACE RESTORATION/RECLAMATION PLAN

AS PER SITLA.

SURFACE AGREEMENT: AS PER SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY: SITE WAS INSPECTED BY JIM TRUESDALE. A COPY
OF HIS REPORT WILL BE SUBMITTED TO THE STATE OF UTAH.

OTHER OBSERVATIONS/COMMENTS

THIS PREDRILL INVESTIGATION WAS CONDUCTED ON A WARM, SUNNY DAY.

ATTACHMENTS

PHOTOS OF THIS SITE WERE TAKEN AND PLACED ON FILE.

DAVID W. HACKFORD 5/05/04 11:00 AM
DOGM REPRESENTATIVE
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EV uation Ranking Criteria anci Ranking S re
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 5

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 0

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 10 (Level III Sensitivity)

SensitivityLevel I = 20 or more: total containment is required.
SensitivityLevel II = 15-19: lining is discretionary.
Sensitivity Level III = below 15; no specific lining is required
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Radius search of 10000 feet from a point N2103 E475 from the SW corner, section 36, Township
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O O
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: DOMINION EXPLORATION & PRODUCTION, INC.
WELL NAME & NUMBER: LCU 12-36F
API NUMBER: 43-047-35613
LOCATION: 1/4,1/4 NW/SW Sec: ½ TWP: 10S RNG: 20E 475'FWL 2103' FSL

Geologv/Ground Water:

Dominion proposes to set 500 feet of surface casing and 2,200 feet of intermediate casing both cemented to the
surface. The base of the moderately saline water is estimated at 4,300 feet. A search of Division of Water
Rights records shows I water well within a 10,000 foot radius of the proposed location. This well is
approximately a mile from the proposed location. Use is listed as stock/wildlife watering. The surface
formation at this location is he Uinta Formation. The Uinta Formation is made up of discontinuous sands
interbedded with shales and are not expected to produce prolific aquifers. The proposed surface casine should
adequately protect any near surface aquifers. The production string cement should be brought up above the
base of the moderately saline water to prevent it from mixing with fresher waters up hole.

Reviewer: Brad Hill Date: 05-11-2004

Surface:

The predrill investigation of the surface was performed on 5/05/04. Floyd Bartlett with DWR and Ed Bonner with
SITLA were invited to this investigation on 4/22/04. Mr. Bartlett was present; SITLA did not have a representative
present. Mr. Bartlett did not have any concerns regarding the construction of this location or the drillingof the well.
This site is on State surface with State minerals. This site appears to be the best site for a location in the immediate

area. Mr. Bartlett presented Mr. Hamilton a prescribed seed mix to be used when reserve pit is reclaimed.

Reviewer: David W. Hackford Date: 5/07/04

Conditions of Approval/Application for Permit to Drill:
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O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Surface Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collaose Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 200 ft

Design factor 1.00 Cement top: 107 ft
Burst

x anticipated surface
pressure: -16 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 218 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 2,200 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 438 ft Next setting BHP: 983 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 500 ft
Injection pressure 500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 500 ~ 13.375 48.00 '~ H-40 " ST&C - 500 500 12.59 46.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 218 740 3.393 218 1730 7.93 24 322 13.42 J ~

Prepared Clinton Dworshak Phone: 801-538-5281 Date: May 19,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe that of the

O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Surface Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collaose Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 200 ft

Design factor 1.00 Cement top: 107 ft
Burst

x anticipated surface
pressure: -16 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 218 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 2,200 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 438 ft Next setting BHP: 983 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 500 ft
Injection pressure 500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
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Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 218 740 3.393 218 1730 7.93 24 322 13.42 J ~

Prepared Clinton Dworshak Phone: 801-538-5281 Date: May 19,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 500 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design wi/Ibe that of the



O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Intermediate Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 96 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft

Burst:
Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: 1,936 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,200 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yiefd: 1.50 (B) Re subsequent strings:

Next setting depth: 8,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 1,919 ft Next setting BHP: 3,574 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,200 ft
Injection pressure 2,200 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 2200 8.625 32.00" J-55 - LT&C ' 2200 2200 7.875 139.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 983 2530 2.574 ' 2200 3930 1.79 ~ 70 417 5.92 J ~

Prepared ClintonDworshak Phone: 801-538-5281 Date: May 19,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 2200 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the

O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Intermediate Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 96 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft

Burst:
Design factor 1.00 Cement top: Surface

Max anticipated surface
pressure: 1,936 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,200 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yiefd: 1.50 (B) Re subsequent strings:

Next setting depth: 8,000 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 1,919 ft Next setting BHP: 3,574 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,200 ft
Injection pressure 2,200 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 2200 8.625 32.00" J-55 - LT&C ' 2200 2200 7.875 139.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 983 2530 2.574 ' 2200 3930 1.79 ~ 70 417 5.92 J ~

Prepared ClintonDworshak Phone: 801-538-5281 Date: May 19,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 2200 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop &Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the



O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Production Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 177 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
n factor 1.00 Cement top: 3,536 ft

Max anticipated surface
pressure: -166 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 3,574 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,957 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 8000

¯ 5.5 ~ 17.00 - Mav-80 LT&C < 8000 8000 4.767 275.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3574 6290 1.760 " 3574 7740 2.17 ' 136 273 2.01 B

Prepared Clinton Dworshak Phone: 801-538-5281 Date: May 19,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a verticaldepth of 8000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design willbe that of the

O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Production Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 177 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
n factor 1.00 Cement top: 3,536 ft

Max anticipated surface
pressure: -166 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 3,574 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,957 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 8000

¯ 5.5 ~ 17.00 - Mav-80 LT&C < 8000 8000 4.767 275.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3574 6290 1.760 " 3574 7740 2.17 ' 136 273 2.01 B

Prepared Clinton Dworshak Phone: 801-538-5281 Date: May 19,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a verticaldepth of 8000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibilityfor use of this design willbe that of the
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From: Ed Bonner
To: Whitney, Diana
Date: 9/10/2004 11:03:16 AM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

Dominion Exploration & Production
LCU 12-36†

BillBarrett Corporation
Peters Point State 2-2-13-16
Peters Point State 4-2-13-16

If you have any questions regarding this matter please give me a call.

CC: Garrison, LaVonne; Hill,Brad; Hunt,



ooa e e
OLENE S. WALKER

Governor

GAYLER McKEACHNIE
Lieutenant Governor

State of Utah September 13, 2004

Department of
Natural Resources

ROBERT L. MORGAN ÛOminion Exploration & Production, Inc.
Executive Director

14000 QuailSprings Parkway, Suite 600
Division of Oklahoma City, OK 73134

Oil, Gas & Mining

LOWELL P. BRAXTON
oivisionoirector Re: LCU 12-36F Well, 2103' FSL, 475' FWL, NW SW, Sec. 36, T. 10 South,

R. 20 East, Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial
and continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is
43-047-35613.

ely,

ohn R. Baza
Associate Director

pab
Enclosures .

cc: Uintah County Assessor
SITLA

/
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov Where ideas
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This approval shall expire one year from the above date unless substantial
and continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is
43-047-35613.

ely,

ohn R. Baza
Associate Director

pab
Enclosures .

cc: Uintah County Assessor
SITLA

/
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov Where ideas
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Operator: Dominion Exploration & Production, Inc.
Well Name & Number LCU 12-36F
API Number: 43-047-35613
Lease: ML-47391

Location: NW SW Sec. 36 T. 10 South R. 20 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for Permit to Drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to innnediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. In accordance with Order in Cause No. 190-5(b) dated October 28, 1982, the Operator
shall comply with requirements of Rules R649-3-31 and R649-3-27 pertaining to
Designated Oil Shale Areas. Additionally, the operator shall ensure that the surface
and/or production casing is properly cemented over the entire oil shale interval as defined
by Rule R649-3-31. The Operator shall report the actual depth the oil shale is
encountered to the
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Page 2
API #43-047-35613
September 14, 2004

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

7. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established throughan order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

8. Surface casing shall be cemented to the
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STATE OF UTAH FORM9

DEPARTMENTOF NATURALRESOURCES

A DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIALNUMBER
ML-47391

& IF INDIAN,ALLOTTEEOR TRIBENAME
SUNDRY NOTICES AND REPORTS ON WELLS N/A

7. UNITorCAAGREEMENTNAME:
Do notuse this form for pmposals to dnTinew weits, significantly deepen existingwelfs befowcurrent bottom-hole depth, reenter plugged weits, or o undesi nateddrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL GAS WELL Q OTI-I

LCU 12-36F
2. NAMEOFOPERATOR: 9. API NUMBER

Dominion Exploration & Production, Inc. I LAL
- 4304735613

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

14000 Quail Spr. Pkwy Oklahoma City OK 73134 (405) 749-5263 Natural Buttes
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2,103' FSL, 475' FWL COUNTY: Uintah

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSW 36 10S 20E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACDZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Appmximale date wat wi M CASWG RM NEW CONSmucHON TEMPORARILYABANDON

12/1/2004 C-E TO -OUMS OPERTOR CHANGE TUBINGREPAIR

O CHANGE TUB NG PWG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWM NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: COrridor Relocation
CONVERTWELLT/PE RECOMPLETE - DIFFERENT FORMATION

u DESCRIBE PROPOSED OR COMPLE TEDOPERATIONS. Cleady show all pettinert details including dates, depths, volumes, etc.

The LCU 12-36 access and pipeline corridor have been relocated to avoid a paleontological resource found during the
paleontological resources survey. The relocation is following the state onsite and following state authorization. Allother
aspects of the corridor, pad, drilling program and surface use plan remain the same. Additional cultural resources inventories
are not anticipated since the relocation is entirely within the previously cleared area with an adequate buffer.

Attached please find an updated Topo B and Topo D to replace those previously submitted within the APS 4.

SEP2 4 2004
DIV.OFOlL,GAS&MlNING

;

ORIGINAL
NAME(PLEASEPRNT) DOn Hamilton Agentfor Dominion Exploration & Production, Inc.

SIGNATURE pg d yt/ A1E 9/23/2004

(This space for Stato use only)

O BY THE STATE
UTAH DIVISION OF

L, GA , AND MINING
(5/2000) (See instructions on Reve

B
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LRC 6DFLOCATION

LEGEND: DOMINION EXPLR. & PROD., INC.
EXISTING RO, N LCU #12-36F

------------ PROPOSED ACCESS ROAD SECTION 36, T10S, R20E, S.L.B.&M.
2103' FSL 475' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I c 02 11 0485 South 200 East Vernal, Utah 84078 M A P ONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:PX SED:
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SED P FELINE

TIE-IN POINT /

PROPOSED PIPELINE
FOR THE #10-35F

\ U PROPOSED LOCATION:5366 \ /

. .

'¡6F

APPROXIMATE TOTAL PIPELINE DISTANCE = 3,400' +/-

LEGEND: DOMINION EXPLR. & PROD., INC.
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2103' FSL 475' FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I C 02 1 1 04 |85 South 200 East Vernal, Utah 8407s M A P MOm DAY YEAR |(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 1000' DRAWNBY:P.M. REVISED:09-16-04
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STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-47391

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below currentbottom-hole depth, reenterplugged wells, orto Little Can on Unitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform forsuch proposals.

NAMEEOFFPLELRATOR:
OIL WELL O GAS WELL 2 OTHE

NLNMAMEa6ndNUMBER:

Dominion Exploration & Production, Inc. 43-047-35613
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

14000 Quail Springs env Oklahoma City STKTE OK z,773134 (405) 749-1300
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2103' FSL & 475' FWL COUNTY: Uintah

QTR/QTR,SECTION,TOWNSHIP,RANGE,MERIDIAN NWSW 36 10S 20E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit OriginalForm Only)

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: APD Extension
CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The state APD for this well expires September 13, 2005. Dominion is hereby requesting a one year extension.

Approved by the
Utah DMalon of

Oil, Gas aña n! ng

Date: -
--

-O

By:

NAME(PLEASEPRINT) Carla Christian TITLE Regulatory Specialist

SIGNATURE DATE 8/30/2005

(This space for State use only) RECE IVED
SEPO1 2005

(5/2000) (See Instructions on Reverse Side) D\V.OFOlL,GAS&MININ
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(This space for State use only) RECE IVED
SEPO1 2005

(5/2000) (See Instructions on Reverse Side) D\V.OFOlL,GAS&MININ



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API:
Well Name: LCU12-36F

Location: Section 36-10$-20E, 2103' FSL & 475' FWL
Company Permit Issued to: Dominion Exploration & Production, Inc.
Date Original Permit Issued: 9/13/2004

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesO NoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for thislocation? YesO Nom

Has therebeen any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No12\

Has the approved source ofwater for drillingchanged? YesO NoO

Have there been any physical changes tothe surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers thisproposed well? YesmNoO

AA 4 8/30/2005

Signature Date

Title: Regulatory Specialist

Representing: Dominion Exploration & Production, Inc.

RECEIVED
SEPO1 2005

DN.OFOIL,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API:
Well Name: LCU12-36F

Location: Section 36-10$-20E, 2103' FSL & 475' FWL
Company Permit Issued to: Dominion Exploration & Production, Inc.
Date Original Permit Issued: 9/13/2004

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesO NoO

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for thislocation? YesO Nom

Has therebeen any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No12\

Has the approved source ofwater for drillingchanged? YesO NoO

Have there been any physical changes tothe surface location or access route
which willrequire a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bonding still in place, which covers thisproposed well? YesmNoO

AA 4 8/30/2005

Signature Date

Title: Regulatory Specialist

Representing: Dominion Exploration & Production, Inc.

RECEIVED
SEPO1 2005

DN.OFOIL,GAS&



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: DOMINION EXPLOR & PROD INC

Well Name: LCU 12-36F

Api No: 43-047-35613 Lease Type: STATE

Section 36 Township 10S Range 20E County UINTAH

Drilling Contractor BILL JR'S RIG # 4

SPUDDED:
Date 10/27/05

Time 4:00 PM

How DRY

Drilling wi/I Commence:

Reported by PAT WISENER

Telephone # 1-435-828-1455, 435-823-1890

Date 10/31/2005 Signed

DIVISION OF OIL, GAS AND MINING
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STATE OF UTAH FORM9

DEPARTMENTOF NATURAL RESOURCES
DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-47391
6. IF INDIAN.ALLOTTEEOR TRIBENAMESUNDRYNOTICES AND REPORTS ON WELLS
7..UNITorCAAGREEMENTNAME:

Do notuse this formforproposals toddlinewwells,significantlydeepen existingWells belowcunent bottom-hole depth, reenterplugged wells,oti° LittleCan n Unitdrülhorizontallaterals. Use APPLICATIONFOR PERMITTO ORILLIOnnfor such proposals
L TYPEOF WELL 8. WELLNAMEandNUMBER:OILWELL GAS WELL OTHER LCU12-36F
2. NAMEOF OPERATOR 9. APINUMBER
Dominion Exploration & Production, Inc. 43-047-35613

3. ADDRESSOF OPERATOR: PHONENUMBER: 10. FIELDANDPOOL, OR W1.OCAT:
14000 QuailSprings any Oklahoma City OK BP 73134 (405) 749-1300

4. LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY:

QTRIQTR, SECTION,TOWNSMP,RANGE,MERIDIAN: STATE:
UTAH

CHECKAPPROPRIATEBOXES TO INDICATE NATURE OF NOTICE,REPORT,OR OTHERDATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^clo= 0 DEEPEN REPERFORATECURRENTFORMATIONNOTICEOF INTENT
(submianoupacale) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximaledate workwillMart CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUSPLA= O OPERATORCHANGE TUUNG RERR

O CHANGETUSING PLUGANDABANDON VENTOR FIARE

O SUBSEQUENTREPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm0nly)

O CHANGEWELLSTATUS PRODUCRON(STARTRESUM WATERSHUT-OFF
Data of workcompletioŒ

COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELL TWE RECOMPLETE-DIFFERENT FORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS. Clearlyshow allpertinent details includingdates, depths, volumes,etc

Dominion would like to eliminate the 13 3/8" surface csg., from the previous drilling plan. Please find the new plan attached.

NAME(PLEASEPRINT) ÛSflB ÛhfÍSÍlân
, TITLE RegUlâtOry Specialist

SIANATIFRF A A DATE 10/31/2005

(This space for State use only)

APPROVEDBYTHESTATE
OF UTAH DIVISION OF
OIL, GAS AND MINING

(5/2000) (See instructions

g O
STATE OF UTAH FORM9

DEPARTMENTOF NATURAL RESOURCES
DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-47391
6. IF INDIAN.ALLOTTEEOR TRIBENAMESUNDRYNOTICES AND REPORTS ON WELLS
7..UNITorCAAGREEMENTNAME:

Do notuse this formforproposals toddlinewwells,significantlydeepen existingWells belowcunent bottom-hole depth, reenterplugged wells,oti° LittleCan n Unitdrülhorizontallaterals. Use APPLICATIONFOR PERMITTO ORILLIOnnfor such proposals
L TYPEOF WELL 8. WELLNAMEandNUMBER:OILWELL GAS WELL OTHER LCU12-36F
2. NAMEOF OPERATOR 9. APINUMBER
Dominion Exploration & Production, Inc. 43-047-35613

3. ADDRESSOF OPERATOR: PHONENUMBER: 10. FIELDANDPOOL, OR W1.OCAT:
14000 QuailSprings any Oklahoma City OK BP 73134 (405) 749-1300

4. LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY:

QTRIQTR, SECTION,TOWNSMP,RANGE,MERIDIAN: STATE:
UTAH

CHECKAPPROPRIATEBOXES TO INDICATE NATURE OF NOTICE,REPORT,OR OTHERDATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^clo= 0 DEEPEN REPERFORATECURRENTFORMATIONNOTICEOF INTENT
(submianoupacale) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximaledate workwillMart CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUSPLA= O OPERATORCHANGE TUUNG RERR

O CHANGETUSING PLUGANDABANDON VENTOR FIARE

O SUBSEQUENTREPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginalForm0nly)

O CHANGEWELLSTATUS PRODUCRON(STARTRESUM WATERSHUT-OFF
Data of workcompletioŒ

COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELL TWE RECOMPLETE-DIFFERENT FORMATION

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS. Clearlyshow allpertinent details includingdates, depths, volumes,etc

Dominion would like to eliminate the 13 3/8" surface csg., from the previous drilling plan. Please find the new plan attached.

NAME(PLEASEPRINT) ÛSflB ÛhfÍSÍlân
, TITLE RegUlâtOry Specialist

SIANATIFRF A A DATE 10/31/2005

(This space for State use only)

APPROVEDBYTHESTATE
OF UTAH DIVISION OF
OIL, GAS AND MINING

(5/2000) (See instructions
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DRILLING PLAN

APPROVAL OF OPERATIONS

Attachment for Permit to Drill

Name of Operator: Dominion Exploration & Production
Address: 14000QuailSpringsParkway, Suite 600

Oklahoma City, OK 73134
Well Location: LCU 12-36F

2103' FSL& 475' FWL
Section36-105-20E
UintahCounty, UT

1. GEOLOGICSURFACE FORMATION Uintah

2. ESTIMATED DEPTHS OF IMPORTANTGEOLOGICMARKERS

Formation

GreenRiver 911'
WasatchTongue 3,821'
GreenRiver Tongue 4,151'
Wasatch 4,311'
ChapitaWells 5,663'
UtelandButtes 6,411'
Mesaverde 7,511'

3. ESTIMATED DEPTHSOF ANTICIPATEDWATER.OIL, QASOR MINERALS

Fornation - M . _Tygg

Green River 911' Oil
Wasatch Tongue 3,821' Oil
GreenRiver Tongue 4,151' Oil
Wasatch 4,311' Gas
ChapitaWells 5,663' Gas
Uteland Buttes 6,411' Gas
Mesaverde 7,51l' Gas

4. PROPOSED CASINGPROGRAM

All casingused to drill this well will be new casing.

ÏYR: gge Weight .Grade a T Bottom _H_olg

Surface 8-5/8" 32,0 ppf J-55 STC O' 2,000' 12-1/4"
Production 5-1/2" 17.0 ppf MAV-80 LTC O' 8,000' 7-7/8"

Note: The drilleddepthof the surface hole and the settingdepth of the surface casing may vary from 1,700' to 2,000'.
Should a lost circulation zone be encounteredwhile drilling,casing will be set approximately 300' below the lost
circulation zone. Ifno lost circulation zone is encountered, casingto be set at
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DRILLING PLAN

APPROVAL OF OPERATIONS

5. OPERATOR'SMINIMUM SPECIFICATIQNSFOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized. Air foam mist, rotating head and diverter systemwill be utilized.
Productionhole: Prior to drillingout the surface casing shoe, 3,000 psi or greater BOP equipment will be installed. The
pipe rams will be operated at leastonce per day from intermediate casingto total depth. The blind rams will be tested once
per day from intermediate casing to total depth if operations permit.

A diagramof the planned BOP equipmentfor nonnal drillingoperations in this area is attached. As denotedthere will be
two valves and one check valve on the kill line, two valves on the choke line, and.twoadjustable chokes on the manifold
system. The BOP "stack"will consist of two BOP rams (1 pipe, 1 blind) and one annular type preventer, all rated to a
minimum of 3,000 psi workingpressure.

The BOP equipment will be pressure tested prior to drilling belowthe intermediatecasingshoe. All testpressures will be
maintained for fifteen (15) minutes without any significantpressure decrease Clearwater will be circulated into the BOP
stack and lines prior to pressuretesting. The followingtest pressures will be used as a minimum for various equipment
items.

1. Annular BOP 1,500psi
2. Ram type BOP 3 000 psi
3. Kill line valves 3,000psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,00ûpsi
6. Casing,casinghead & weld 1,500 si
7. Upperkelly cock and safety valve 3 000psi
8. Dart valve 3 000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water Ïfifluxbecomestoo great.
• KCL mud system will be used to drillwell.

Depths Mud Weight (pos) Mud System
O' -2,000' 8.4 Air foammispotatinghead and diverter

2,000'-8,000' 8.6 Fresh water/2% KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installedon blooie line. The blooiewill have a contant ignition source.
• A "target tee" connectionwill be installedon blooie line for 90° change of directionsfor abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EOUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kepton floor. Valve will be used when the kellyis not in string.

9. TESTING.LOGGING,AND CORINGPROGRAMSTO BE FOLLOWED
• A drillstemtest in the WasatchTongue is possible.
• One electric line wire-log will be run fromtotal depth to surface casing.
• The gamma ray will be left on to record fromtotal depth to surface casing.
• Other log curves (resistivities, porosily, and caliper) will record fromtotal depthto surface casing.
• A dipmeter,percussioncores, or totary cores may be run overselected intervals.

10. ANTICIPATED ABNORMAL PRESSURESORTEMPERATURESEXPECTED
• Expected BHP 1,500-2,000 psi (lowerthannormal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrateddo not contain knownH2S

e
DRILLING PLAN

APPROVAL OF OPERATIONS

5. OPERATOR'SMINIMUM SPECIFICATIQNSFOR PRESSURE CONTROL
Surface hole: No BOPE will be utilized. Air foam mist, rotating head and diverter systemwill be utilized.
Productionhole: Prior to drillingout the surface casing shoe, 3,000 psi or greater BOP equipment will be installed. The
pipe rams will be operated at leastonce per day from intermediate casingto total depth. The blind rams will be tested once
per day from intermediate casing to total depth if operations permit.

A diagramof the planned BOP equipmentfor nonnal drillingoperations in this area is attached. As denotedthere will be
two valves and one check valve on the kill line, two valves on the choke line, and.twoadjustable chokes on the manifold
system. The BOP "stack"will consist of two BOP rams (1 pipe, 1 blind) and one annular type preventer, all rated to a
minimum of 3,000 psi workingpressure.

The BOP equipment will be pressure tested prior to drilling belowthe intermediatecasingshoe. All testpressures will be
maintained for fifteen (15) minutes without any significantpressure decrease Clearwater will be circulated into the BOP
stack and lines prior to pressuretesting. The followingtest pressures will be used as a minimum for various equipment
items.

1. Annular BOP 1,500psi
2. Ram type BOP 3 000 psi
3. Kill line valves 3,000psi
4. Choke line valves and choke manifold valves 3,000 psi
5. Chokes 3,00ûpsi
6. Casing,casinghead & weld 1,500 si
7. Upperkelly cock and safety valve 3 000psi
8. Dart valve 3 000 psi

6. MUD SYSTEMS
• An air or an air/mist system may be used to drill to drill the surface hole until water Ïfifluxbecomestoo great.
• KCL mud system will be used to drillwell.

Depths Mud Weight (pos) Mud System
O' -2,000' 8.4 Air foammispotatinghead and diverter

2,000'-8,000' 8.6 Fresh water/2% KCL/KCL mud system

7. BLOOIE LINE
• An automatic igniter will not be installedon blooie line. The blooiewill have a contant ignition source.
• A "target tee" connectionwill be installedon blooie line for 90° change of directionsfor abrasion resistance.
• "Target tee" connections will be a minimum of 50' from wellhead.
• The blooie line discharge will be a minimum of 100' from the wellhead.

8. AUXILIARY EOUIPMENT TO BE USED
a. Kelly cock.
b. Full opening valve with drill pipe connection will be kepton floor. Valve will be used when the kellyis not in string.

9. TESTING.LOGGING,AND CORINGPROGRAMSTO BE FOLLOWED
• A drillstemtest in the WasatchTongue is possible.
• One electric line wire-log will be run fromtotal depth to surface casing.
• The gamma ray will be left on to record fromtotal depth to surface casing.
• Other log curves (resistivities, porosily, and caliper) will record fromtotal depthto surface casing.
• A dipmeter,percussioncores, or totary cores may be run overselected intervals.

10. ANTICIPATED ABNORMAL PRESSURESORTEMPERATURESEXPECTED
• Expected BHP 1,500-2,000 psi (lowerthannormal pressure gradient).
• No abnormal temperature or pressures are anticipated.
• The formations to be penetrateddo not contain knownH2S



O O
DRILLING PLAN

APPROVAL OF OPERATIONS

11. WATER SUPPLY
• No water pipelines will be laid for this well.
• No water well will be drilled for thiswell.
• Drillingwater for this will be hauled on the road(s) shown in Attachment No. 3.
• Waterwill be hauledfrom: Water Permit #43-10447 Section9, Township 8 South, Range 20 East

12. CEMENT SYSTEMS

a. SurfaceCement:
• Drill 12-1/4" hole to 2,000'±, run and cement 8-5/8" to surface (depthto vary based on depth of lostcirculation

zone).
• Pump 20 bbls lightly weighted water spacer followed by 5 bbls freshwater. Displace with any available water.
• Casing to be mn with: a) guide shoe b) insertfloat e) three(3) centralizers, one on each of first3jointsd) stop ring

for plug two joints off bottom e) bottom threejointsthread locked f) pump job with bottomplug only.
• Cement the casing annulus to surface. Top out jobs to be performedif needed. Depending to depth of top of

cement in the annulus, a 1" tubing string may or maynot be utilized.
Cement

Typ.e a Interval Density Yiej Volume Volume Excess
Lead 252 O'-1,500' 11.0ppg 3.82 CFS 619 CF 835 CF 35%
Tail 219 1,500'-2,000' 15.6 ppg 1.18 CFS 220 CF 297 CF 35%

Top Out 100 0'-200' 15.6 ppg 1.18 CFS 95 CF 118 CF 24% (ifrequired)

Lead Mix: Premium Plus V blend. Blend includes Class "G" cement, gel, salt, gilsonite.
Slurry yield: 3.82 cf/sack Slurryweight: 11.00 #/gal.
Water requirement: 22.95 gal/sack

Tail Mix: Class"G" Cement, I/4 lb/sk CellophaneFlakes + 2% bwocCalciumChloride+ 44.3%freshwater.
Slurry yield: 1.18 of/sack Slurry weight: 15.60 #/gal.
Water requirement: 5.2 gallsack

Top Out· Class"G" Cement, 1/4 lb/sk CellophaneFlakes+ 2% bwocCalciumChloride + 44.3% freshwater.
Slurryyield: 1.18ef/sack Slurry weight: 15.60 #/gal.
Waterrequirement: 5.2 gal/sack

c. Production Casing Cement:
• Drill 7-7/8" hole to 8,000'+, run and cement 5 1/2".
• Cementinterface is at 4,000', which is typically 500'-1,000' above shallowestpay.
• Pump 20 bbl Mud CleanH unweighted spacer, followedby 20 Bbls fresh H20 spacer.
• Displace with 3%KCL.

Hole Cement
Tygg _Sagl(s Interval Density Yiel_d Volume Volume Excess
Lead 160 3,700'-4,700' 11.5 ppg 3.12 CFS 175 CF 350 CF 100%
Tail 435 4,700'-8,000' 13.0ppg 1.75 CFS 473 CF 946 CF 100%

Note: A caliper log will be ran to determinecement volumerequirements.

Lead Mix: Halliburton Prem Plus V blend. Blend includes Class"C" cement, gel, salt, gilsonite,EX-l andHR-7.
Slurry yield: 3.12cFsack Slurry weight: 11,60#/gal.
Water requirement: 17.71gal/sack
Compressives@130°F: 157 psi after 24 hours

Tail Mix: Halliburton HLC blend (Prem Plus V/JB flyash). Blend includes Class"G" cement, KCl, EX-1,Ralad 322,
& HR-5.
Slurryyield: 1.75 cf/sack Slurryweight: 13.00 #/gal.
Waterrequirement: 9.09 gal/sack
Compressives @165 F: 905 psi after 24 hours

13.ANTICIPATED STARTINGDATE AND DURATION OF THE OPERATIONS
Starting Date: November5, 2005
Duration: 14
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Well name: 05-04 Dominion LCU 12-36F
operator: Dominion Exploration & Production
String type: Surface Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 93 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
n factor 1.00 Cement top: 336 ft

Burst
Max anticipated surface

pressure: 1,760 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 2,000 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 10,350 ft
Tension is based on air weight. Next mud weight: 8.330 ppg
Neutral point: 1,750 ft Next setting BHP: 4,479 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure 2,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 2000 8.625 32.00 J-55 ST&C 2000 2000 7.875 127.1

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 873 2530 2.899 2000 3930 1.97 64 372 5.81 J

Prepared Clinton Dworshak Phone: 801-538-5281 Date: October 31,2005
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 2000 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engíneering responsibility for use of this design willbe that of the
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Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Production Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 177 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 3,536 ft

Max anticipated surface
pressure: -166 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 3,574 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,957 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 8000 5.5 17.00 Mav-80 LT&C 8000 8000 4.767 275.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3574 6290 1.760 3574 7740 2.17 136 273 2.01 B

Prepared Clinton Dworshak Phone: 801-538-5281 Date: October 31,2005
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 8000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe that of the

O O
Well name: 05-04 Dominion LCU 12-36F
Operator: Dominion Exploration & Production
String type: Production Project ID:

43-047-35613
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 177 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 3,536 ft

Max anticipated surface
pressure: -166 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 3,574 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 6,957 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
1 8000 5.5 17.00 Mav-80 LT&C 8000 8000 4.767 275.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 3574 6290 1.760 3574 7740 2.17 136 273 2.01 B

Prepared Clinton Dworshak Phone: 801-538-5281 Date: October 31,2005
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 8000 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe that of the
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do notuse thisform for proposals to drillnew wells, significantly deepen existingwellsbelow currentbottom-hole depth, reenter plugged wells, or to Little C on Unit
drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER LCU 12-36F

2. NAMEOF OPERATOR: 9. API NUMBER:

Dominion Exploration & Production, Inc. 43-047-35613

3. ADDRESS OF OPERATOR: PHONE NUMBER; 10. FIELDAND POOL, OR WILDCAT:

14000 Quail Springs env Oklahoma City STATE OK zi,73134 (405) 749-1300

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2103' FSL & 475' FWL COUNTY: Uintah

QTR/QTR,SECTION,TOWNSHIP RANGE, MERDAN NWSW 36 10S 20E STATE:
UTAH

.
CHECK APPROPRIATE BOXES TO INDlCATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTOREPAIRWELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)
O CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF

Date ofworkcompletion:
COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Spud well
CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Spud well 10/27/05. 10/27/05 ran 52 jts. 8 5/8", 32#, J-55 csg., set @2212'. Cemented lead w/250 sks Hi-Fill"V", 11.0 ppg,
3.82 yld., tailedw/200 sks Class G, 15.8 ppg, 1.15 yld., top off w/150 sks Class G pumped thru200' of 1", mixed @ 15.8 ppg, ,

1.15 yld., 34 bbis cmt. to pit.

NAME(PLEASEPR ) Carla Christian TITLE Regulatory Specialist

SlGNATURE DATE 11/4/2005

(ThlsspaceforStateuseonly) RECEIVED
NOVO8 2005

(5/2000) (See Instructions on Reverse Side) Div.OFOlL,GAS&

O O
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Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
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O O
STATE OF UTAH FORM 6

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: Dominion Exploration & Production, Inc Operator Account Number: N 1095

Address: 14000 Quail Springs Parkway, Suite 600

city Oklahoma City

state Ok zip 73134
_

Phone Number: (405) 749-1300

Well 1

43-047-35613 LCU 12-36F NWSW 36 10S 20E Uintah

Action Code Current Entity New Entity Spud Da:e En ity Assignment
Number Number Effective Date

A 10/27/2005 | ·

Comments: CONFllENTIAL,r

Well 2

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

WellA3PI
Number Weil Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:
RECEIVI-D

NOVO8 2005
DN.0FOIL,GAS&MINING

ACTION CODES:
A - Establish new entity for new well (single well only) Carla Christian

B - Add new well to existing entity (groupor unit well) e (PI ase Prin }
C - Re-assign well from one existing entity to another existing entity

D - Re-assign well from one existing entity to a new entity signature

E - Other (Explain in 'comments' section) Regulatory Specialist 11/4/2005
Title Date

O O
STATE OF UTAH FORM 6

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL,GAS AND MINING

ENTITY ACTION FORM
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RECEIVI-D

NOVO8 2005
DN.0FOIL,GAS&MINING

ACTION CODES:
A - Establish new entity for new well (single well only) Carla Christian

B - Add new well to existing entity (groupor unit well) e (PI ase Prin }
C - Re-assign well from one existing entity to another existing entity

D - Re-assign well from one existing entity to a new entity signature

E - Other (Explain in 'comments' section) Regulatory Specialist 11/4/2005
Title Date



From: DominionE&P 94057496657 To: Utah Divisionof Oil,Gas &Mining Date: 11/16/2005 Time: 1:21:34 PM Page 1 of 2

FACSIMILECOVERPAGE
To : Utah Division of Oil, Gas & Mining From : g
Sent : 11/16/2005 at 1:10:46 PM Pages : 2 (including Cover)
Subject : LCU 12-36F

RECEIVED
NOV16 2005

DIV.0F0ft,GAS&

From: DominionE&P 94057496657 To: Utah Divisionof Oil,Gas &Mining Date: 11/16/2005 Time: 1:21:34 PM Page 1 of 2

FACSIMILECOVERPAGE
To : Utah Division of Oil, Gas & Mining From : g
Sent : 11/16/2005 at 1:10:46 PM Pages : 2 (including Cover)
Subject : LCU 12-36F

RECEIVED
NOV16 2005

DIV.0F0ft,GAS&



From: DominionE&P 94057496657 To:Utah Divisionof Oil, Gas &Mining Date: 11/16/2005 Time:1:21:34 PM Page 2 of 2

g O
Page: 1

WELLCHRONOLOGYREPORTaamWaar

WELLNAME : LCU 12-36F Event No: 1
DISTRICT: WESTERN FIELD: NATURALBUTTES630 LOCATION: 2103' FSL475' FWLSEC36 T 108 R 20ECOUNTY&STATE: UINTAH UT CONTRACTOR:
WI % : 100.00 AFE#: 0503659 API#: 43-047-35613 PLANDEPTH:9,000 SPUDDATE: 10/27/05
DHC:$485,900 CWC: $597,000 AFETOTAL: $1,082,900 FORMATION: WASATCHIMESAVERDE
EVENTDC:$652,092.00 EVENTCC: $0.00 EVENTTC: $652,092.00 WELLTOTLCOST: $652,092

REPORTDATE: 11/10/05 MD:7,011 TVD:7,011 DAYS: 5 MW:8.4 VISC:26DAILY: DC: $26,880.00 CC:$0.00 TC:$26,880.00 CUM: DC:$311,25100 CC: $0.00 TC:$311,251.00
DAILYDETAILS:DRILLINGF/5315' TO 5974' KB.DEVIATIONSURVEY@5904' 2 DEGREES DRILLINGF/5974' TO 6194' KB.SERVICE RIG DRILLINGF/ 6194' TO 6979' KB. DEVIATIONSURVEY@6909' 1.75 DEGREES DRILLINGFI6979' TO7011' KB.

REPORTDATE: 11/11/05 MD:8,018 TVD:8,018 DAYS: 6 MW:8.4 VISC:26DAILY:DC: $37,213.00 CC:$0.00 TC:$37,213.00 CUM: DC:$348,464.00 CC: $0.00 TC:$348,464.00DAILYDETAILS: DRILLINGF/7011' TO 7578' KB.SERVICE RIG. DRILLINGF/'7642 TO 7986' KB.DEVIATIONSURVEY@7916' 3DEGREE. DRILLINGF/7986' TO 8018'

REPORTDATE: 11/12/05 MD:8,018 TVD:8,018 DAYS: 7 MW:8.7 VISC:26DAILY:DC: $27,721.00 CC:$0.00 TC:$27,721.00 CUM: DC:$376,185.00 CC: $0.00 TC:$376,185.00
DAILYDETAILS: CIRCULATEPILLFOR BITTRIP @8018' KB.TRIP OUT HOLEFOR BITTRIP. TRIP INHOLEWITHNEWBIT.SERVICE RIG.TRIP INHOLEWITHNEW BIT.DRILLINGF/ 8016' TO 8486' KB.SERVEY@8416'2 DEGREESDRILLINGFI8486' TO 8612' KB.

REPORT DATE: 11/13/05 MD:9,022 TVD:9,022 DAYS: 8 MW:9.2 VISC: 37DAILY:DC: $25,675.0D CC:$0.00 TC:$25,675.00 CUM: DC:$401,860.0D CC: $0.00 TC:$401,860.00
DAILYDETAILS: DRLG FROM8612' TO 8860'. Wl30 KWOB&45 /65 RPMS. CIRCULATEWELLBORE CLEAR.TOH W/ DRILLSTRING &BHA.FOR BITREPLACEMENT.TIHW/ BIT#3. & BHA.FILLPIPE. BREAKClRCULATION.DRLGFROM8860' TO 9022' Wl15K ½OB. &45/65 RPMS.

REPORT DATE: 11/14/05 MD:9,178 TVD:9,178 DAYS: 9 MW:9.4 VISC: 38DAILY: DC: $20,450.0D CC: $0.00 TC:$20,450.00 CUM: DC:$422,310.00 CC: $0.00 TC: $422,310.00
DAILYDETAILS: DRLG FROM 9022' TO 9178' W/ 18KWOB&45 RPMS. TD WELL@10:30 AM.CIRCULATEWELLBORE CLEAR.WAITON COMENMENTFROM LOGGINGCOMPANY. CIRCULATEWELLBORE, SHORT TRIP. PUMP PILL,STANDBACKKELLY.TOH W/ DRILLSTRING FOR LOGS.

REPORTDATE: 11/15/05 MD:9,178 TVD:9,178 DAYS: 10 MW:9.4 VISC:38DAILY: DC: $43,307.00 CC:$0.00 TC:$43,307.00 CUM: DC:$465,617.00 CC: $0.00 TC:$465,617.00
DAILYDETAILS:RIG UP SCHLUMBERGERANDRUNLOG'S. TIHWITRICONE&BHA,DRILLSTRING. CIRCUALTEWELLBORECLEAR. CONDITIONMUD.TO 9.7 PPG &38 VIS. RIG UP LAYDOWNMACHINE.LAYDOWNDRILLSTRING&BHA.PULLWEAR RING.RIG UP CSGN CREW HOLDSAFTEYMEETING

REPORTDATE: 11/16/05 MD:9,178 TVD:9,178 DAYS: 11 MW:9.4 VISC:38
DAILY: DC: $186,475.00 CC:$0.00 TC:$186,475.00 CUM: DC:$652,092.00 CC: $0.00 TC:$652,092.00
DAILYDETAILS: RUN 215 JTS OF 5.500"17.0#N-80 CASING.SET AT9119'/KB. FILLEDANDCIRCULATEDGAS BUBBLEOUT.RIGDOWNCASINGCREW. RIG UP HALLIBURTONCEMENTWITH80 SK LEADMIXAT 11.6 PPG AND3.12 YlELD,700SKTAIL MIXAT 13.0 PPG AND1.69 YlELDDISPLACEDWITH211 BBLS2% KCL.LANDCASINGWl120K.NIPPLE DOWNBOP'S. CLEANPIT. RIG DOWN.RELEASEDRIG AT8:00 P.M. 11-15-05. PREPAIRTO MOVERIGTO LCU5-35F. FINALREPORT.

RECEIVED
Copyright© 1993-2005 by EpochWellServices Inc. Allrightsreserved.

DIVOF0lk GAS&

From: DominionE&P 94057496657 To:Utah Divisionof Oil, Gas &Mining Date: 11/16/2005 Time:1:21:34 PM Page 2 of 2

g O
Page: 1

WELLCHRONOLOGYREPORTaamWaar

WELLNAME : LCU 12-36F Event No: 1
DISTRICT: WESTERN FIELD: NATURALBUTTES630 LOCATION: 2103' FSL475' FWLSEC36 T 108 R 20E
COUNTY&STATE: UINTAH UT CONTRACTOR:
WI % : 100.00 AFE#: 0503659 API#: 43-047-35613 PLANDEPTH:9,000 SPUDDATE: 10/27/05
DHC:$485,900 CWC: $597,000 AFETOTAL: $1,082,900 FORMATION: WASATCHIMESAVERDE
EVENTDC:$652,092.00 EVENTCC: $0.00 EVENTTC: $652,092.00 WELLTOTLCOST: $652,092

REPORTDATE: 11/10/05 MD:7,011 TVD:7,011 DAYS: 5 MW:8.4 VISC:26DAILY: DC: $26,880.00 CC:$0.00 TC:$26,880.00 CUM: DC:$311,25100 CC: $0.00 TC:$311,251.00
DAILYDETAILS:DRILLINGF/5315' TO 5974' KB.DEVIATIONSURVEY@5904' 2 DEGREES DRILLINGF/5974' TO 6194' KB.SERVICE RIG DRILLINGF/ 6194' TO 6979' KB. DEVIATIONSURVEY@6909' 1.75 DEGREES DRILLINGFI6979' TO7011' KB.

REPORTDATE: 11/11/05 MD:8,018 TVD:8,018 DAYS: 6 MW:8.4 VISC:26DAILY:DC: $37,213.00 CC:$0.00 TC:$37,213.00 CUM: DC:$348,464.00 CC: $0.00 TC:$348,464.00DAILYDETAILS: DRILLINGF/7011' TO 7578' KB.SERVICE RIG. DRILLINGF/'7642 TO 7986' KB.DEVIATIONSURVEY@7916' 3DEGREE. DRILLINGF/7986' TO 8018'

REPORTDATE: 11/12/05 MD:8,018 TVD:8,018 DAYS: 7 MW:8.7 VISC:26DAILY:DC: $27,721.00 CC:$0.00 TC:$27,721.00 CUM: DC:$376,185.00 CC: $0.00 TC:$376,185.00
DAILYDETAILS: CIRCULATEPILLFOR BITTRIP @8018' KB.TRIP OUT HOLEFOR BITTRIP. TRIP INHOLEWITHNEWBIT.SERVICE RIG.TRIP INHOLEWITHNEW BIT.DRILLINGF/ 8016' TO 8486' KB.SERVEY@8416'2 DEGREESDRILLINGFI8486' TO 8612' KB.

REPORT DATE: 11/13/05 MD:9,022 TVD:9,022 DAYS: 8 MW:9.2 VISC: 37DAILY:DC: $25,675.0D CC:$0.00 TC:$25,675.00 CUM: DC:$401,860.0D CC: $0.00 TC:$401,860.00
DAILYDETAILS: DRLG FROM8612' TO 8860'. Wl30 KWOB&45 /65 RPMS. CIRCULATEWELLBORE CLEAR.TOH W/ DRILLSTRING &BHA.FOR BITREPLACEMENT.TIHW/ BIT#3. & BHA.FILLPIPE. BREAKClRCULATION.DRLGFROM8860' TO 9022' Wl15K ½OB. &45/65 RPMS.

REPORT DATE: 11/14/05 MD:9,178 TVD:9,178 DAYS: 9 MW:9.4 VISC: 38
DAILY: DC: $20,450.0D CC: $0.00 TC:$20,450.00 CUM: DC:$422,310.00 CC: $0.00 TC: $422,310.00
DAILYDETAILS: DRLG FROM 9022' TO 9178' W/ 18KWOB&45 RPMS. TD WELL@10:30 AM.CIRCULATEWELLBORE CLEAR.WAITON COMENMENTFROM LOGGINGCOMPANY. CIRCULATEWELLBORE, SHORT TRIP. PUMP PILL,STANDBACKKELLY.TOH W/ DRILLSTRING FOR LOGS.

REPORTDATE: 11/15/05 MD:9,178 TVD:9,178 DAYS: 10 MW:9.4 VISC:38DAILY: DC: $43,307.00 CC:$0.00 TC:$43,307.00 CUM: DC:$465,617.00 CC: $0.00 TC:$465,617.00
DAILYDETAILS:RIG UP SCHLUMBERGERANDRUNLOG'S. TIHWITRICONE&BHA,DRILLSTRING. CIRCUALTEWELLBORECLEAR. CONDITIONMUD.TO 9.7 PPG &38 VIS. RIG UP LAYDOWNMACHINE.LAYDOWNDRILLSTRING&BHA.PULLWEAR RING.RIG UP CSGN CREW HOLDSAFTEYMEETING

REPORTDATE: 11/16/05 MD:9,178 TVD:9,178 DAYS: 11 MW:9.4 VISC:38
DAILY: DC: $186,475.00 CC:$0.00 TC:$186,475.00 CUM: DC:$652,092.00 CC: $0.00 TC:$652,092.00
DAILYDETAILS: RUN 215 JTS OF 5.500"17.0#N-80 CASING.SET AT9119'/KB. FILLEDANDCIRCULATEDGAS BUBBLEOUT.RIGDOWNCASINGCREW. RIG UP HALLIBURTONCEMENTWITH80 SK LEADMIXAT 11.6 PPG AND3.12 YlELD,700SKTAIL MIXAT 13.0 PPG AND1.69 YlELDDISPLACEDWITH211 BBLS2% KCL.LANDCASINGWl120K.NIPPLE DOWNBOP'S. CLEANPIT. RIG DOWN.RELEASEDRIG AT8:00 P.M. 11-15-05. PREPAIRTO MOVERIGTO LCU5-35F. FINALREPORT.

RECEIVED
Copyright© 1993-2005 by EpochWellServices Inc. Allrightsreserved.

DIVOF0lk GAS&



rrom: DominionE&P94057496657 To: Utah Divisionof Oil,Gas &Mining Date: 11/30/2005 Time: 5:21:46 PM Page 1 of 2l¼CglMI
To : Utah Division of Oil, Gas & Mining From : gSent : 11/30/2005 at 5:09:22 PM Pages : 2 (including Cover)Subject : LCU 12-36F

RECEIVED
NOV3 O2005

DIVOF0lL,GAS&
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To : Utah Division of Oil, Gas & Mining From : gSent : 11/30/2005 at 5:09:22 PM Pages : 2 (including Cover)Subject : LCU 12-36F

RECEIVED
NOV3 O2005

DIVOF0lL,GAS&



From:DominionE&P 94057496657 To: Utah Division of Oil,Gas & Mining Date: 11/30/2005 Time:5:21:46 PM Page 2 of 2

Page: 1

WELL CHRONOLOGYREPORT

WELLNAME : LCU 12-36F Event No: 1
DISTRICT:WESTERN FIELD: NATURALBUTTES630 LOCATION: 2103'FSL475' FWLSEC36 T TOSR 20E
COUNTY&STATE:UINTAH UT CONTRACTOR:

Wl% : 100.00 AFE#: 0503659 API#: 43-047-35613 PLANDEPTH:9,000 SPUD DATE: 10/27/05

DHC: $485,900 CWC: $597,000 AFETOTAL: $1,082,900 FORMATION: WASATCHIMESAVERDE

EVENTDC: $652,092.00 EVENTCC: $0.00 EVENTTC: $652,092.00 WELLTOTLCOST:$750,657

REPORTDATE: 11/16/05 MD:9,178 TVD:9,178 DAYS: 11 MW:9.4 VISC: 38

DAILY:DC: $186,475.00 CC:$0.00 TC:$186,475.00 CUM: DC:$652,092.0D CC: $0.00 TC:$652,092.00

DAILYDETAILS: RUN 215 JTSOF 5.500"17.0#N-80 CASING.SET AT9119'lKB. FILLEDANDCIRCULATEDGAS BUBBLEOUT. RIG
DOWNCASINGCREW. RIG UP HALLIBURTONCEMENTWITH80 SK LEADMIXAT 11.6 PPG AND3.12 YIELD,
700SKTAIL MIXAT13.0 PPG AND1.69 YIELDDISPLACEDWITH211 BBLS2% KCL.LANDCASINGWl120K.
NIPPLE DOWNBOP'S. CLEANPIT. RIG DOWN.RELEASEDRIG AT8:00 P.M. 11-15-05. PREPAIRTO MOVERIG
TO LCU5-35F. FINALREPORT.

RECEIVED
NOV3 0 2005

Copyright© 1993-2005 by Epoch WellServices Inc. AIIrightsreserved.
DIVOFOIL,GAS&

From:DominionE&P 94057496657 To: Utah Division of Oil,Gas & Mining Date: 11/30/2005 Time:5:21:46 PM Page 2 of 2

Page: 1

WELL CHRONOLOGYREPORT
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DHC: $485,900 CWC: $597,000 AFETOTAL: $1,082,900 FORMATION: WASATCHIMESAVERDE

EVENTDC: $652,092.00 EVENTCC: $0.00 EVENTTC: $652,092.00 WELLTOTLCOST:$750,657

REPORTDATE: 11/16/05 MD:9,178 TVD:9,178 DAYS: 11 MW:9.4 VISC: 38

DAILY:DC: $186,475.00 CC:$0.00 TC:$186,475.00 CUM: DC:$652,092.0D CC: $0.00 TC:$652,092.00

DAILYDETAILS: RUN 215 JTSOF 5.500"17.0#N-80 CASING.SET AT9119'lKB. FILLEDANDCIRCULATEDGAS BUBBLEOUT. RIG
DOWNCASINGCREW. RIG UP HALLIBURTONCEMENTWITH80 SK LEADMIXAT 11.6 PPG AND3.12 YIELD,
700SKTAIL MIXAT13.0 PPG AND1.69 YIELDDISPLACEDWITH211 BBLS2% KCL.LANDCASINGWl120K.
NIPPLE DOWNBOP'S. CLEANPIT. RIG DOWN.RELEASEDRIG AT8:00 P.M. 11-15-05. PREPAIRTO MOVERIG
TO LCU5-35F. FINALREPORT.

RECEIVED
NOV3 0 2005

Copyright© 1993-2005 by Epoch WellServices Inc. AIIrightsreserved.
DIVOFOIL,GAS&



'grom:DominionE&P 94057496657 To: Utah Divisionof Oil,Gas &Mining Date: 12/7/2005 Time: 3:00:04 PM Page 1 of 2

FACSIMILECOVER PAGEg
To : Utah Division of Oil, Gas & Mining From : g
Sent : 12/7/2005 at 2:58:36 PM Pages : 2 (including Cover)
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From:Dominion E&P 94057496657 To: Utah Divisionof Oil, Gas & Mining Date: 12/7/2005 Time: 3:00:04 PM Page 2 of 2

Page: 1

WELLCHRONOLOGYREPORTRe-Mar

WELL NAME : LCU 12-38F Event No: 1
DISTRICT: WESTERN FIELD: NATURALBUTTES630 LOCATION: 2103' FSL 475' FWLSEC 36 T 10SR 20E
COUNTY&STATE: UINTAH UT CONTRACTOR:
Wl% : 100.00 AFE#: 0503659 API#: 43-047-35613 PIAN DEPTH:9,000 SPUD DATE: 10/27/05
DHC: $485,900 CWC: $597,000 AFE TOTAL: $1,082,900 FORMATION: WASATCHIMESAVERDE
EVENTDC: $652,092.00 EVENTCC: $248,351.00 EVENTTC: $900,443.00 WELLTOTLCOST: $999,008

REPORTDATE: 11/22/05 MD:9,178 TVD:9,178 DAYS: 16 MW: VISC:
DAILY:DC: $0.00 CC:$0.00 TC:$0.00 CUM: DC:$652,092.00 CC: $248,351.00 TC:$900,443.00
DAILYDETAILS: 666 MCF,FCP 1574, SLP 97, 34 MOIL,235 WER. 14/64 CHOKE 19 HOURS ON PRODUCTION.

RECEIVED
DECO12005
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O O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-47391
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UN]TorCAAGREEMENTNAME:

Da not use thisform for proposals todrillnew wells, significantlydeepen existingwells below current bottom-hole depth, reenterplugged wells, or to Little Can on Unit
drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL
OIL WELL O GAS WELL 2 OTHER (3 C tr i r3 y \ rr i o

8. WELLNAMEand NUMBER:

i - il ! ! I LCU 12-36F

2. NAMEOFOPERATOR: k) I ; L) i 1 1 0 iL., 9. API NUMBER:

Dominion Exploration &Production, Inc. 43-047-35613

3 ADDRESS OF OPERATOR: PHONE NUMBER: (0. FIELDAND POOL, OR WILDCAT:

14000 Quail Springs cav Oklahoma City STATE OK zie73134 (405) 749-1300

4 LOCATIONOF WELL

FOOTAGESATSURFACE: 2103' FSL & 475' FWL coUNTY: Uintah

QTRIQTR,SECTION.TOWNSH:P RANGE,MERIDIAN NWSW 36 10S 20E STATE:
UTAH

.
CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUGBACK WATERDISPOSAL

(Submit Original Form Only)
CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATERSHUT-OFF

Date of work completion:
COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOFWELLSITE OTHER: Drillinq Operations
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

11/15/05 Tan 215 jts. 5 1/2", 17#, N-80, LT&C csg., set @9,101'. Cemented lead wl80 sks Hi-Fill "V", 3.12 cf/sk, 11.6 ppg,
tailedw/700 sks HLC "V", 1.69 cf/sk, 13.0 ppg. 11/18/05 perPd &frac'd well. First sales 11/20/05.

NAME(PLEASE PRINT) Carla Christian TITLE Regulatory Specialist

SfGNATURE DATE 11/30/2005

(This space for State use only)

RECEIVED

(5/2000) (See Iristructions on Reverse Side)
DECO7 2005

OFOIL,G å
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITY ACTION FORM

Operator: Dominion Exploration & Production, Inc· Operator Account Number: N 1095

Address: 14000 Quail Springs Parkway, Suite 600

city Oklahoma City

state Ok zip 73134 Phone Number: (405) 749-1300

Well 1

API Number Well Name QQ Sec Twp Rnq County
43-047-35613 LCU 12-36F NWSW 36 10S 20E Uintah

Action Code Current Entity New Entity Spud Date En Ity Assignment
Number Number i ffective Date

CommenCts: 5026 14619

Well 2

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Daic Entity Assignment
Number Number Effective Date

Comments:

WellA3PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity S ud Date En ity Assignment
Number Number i ffective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Carla Christian
B - Add new well to existing entity (groupor unit well) Name (Ple se Print
C - Re-assign well from one existing entity to another existing entity ( (\
D - Re-assign well from one existing entity to a new entity sinnature '

E - Other (Explain in 'comments' sectioni- Sr. Regulatory Specialist 9/28/2006
HeCclVeD Titi. o.t.

(5/2000)
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United States Department of the Interior
· · BUREAU OF LAND MANAGEMENT

Utah State Office TAWK PRIDE*
P.O. Box 45155 mgERICA

Salt Lake City,UT 84145-0155

IN REPLY REFER TO
3180
UT-922

September 22, 2006

Dominion Exploration & Production, Inc.
clo UnitSource Incorporated
11184 Huron Street, Suite 16
Denver, Colorado 80234

Re: 1st Revision to the Consolidated Wasatch/
Mesaverde Formation PA "A, B"
2nd Revision to the Consolidated Wasatch/
Mesaverde Formation PA "A, B"
Little Canyon Unit
Uintah County, Utah

Gentlemen:

The 1st Revision to the Consolidated Wasatch/Mesaverde Formation Participating Area "A,B",Little
Canyon Unit, CRS No. UTU81878C is hereby approved effective as of November 1, 2005, pursuant
to Section 11 of the Little Canyon Unit Agreement, Uintah County, Utah.

The 1st Revision of the Consolidated Wasatch/Mesaverde Formation Participating Area "A, B",
results in the addition of 459.66 acres to the participating area for a total of 1,259.02 acres and is
based upon the completionof the following wells as being capable of producing unitizedsubstances
in paying quantities:

LCU6-6G SENW, 6-118-21E UTU75700 4304736164
LCU 2-1H NWNE, 1-118-20E UTU76274 4304736165
LCU 12-36F NWSW, 36-108-20E State 4304735613

The 2nd Revision of the Wasatch/Mesaverde Formation PA "A, B", Little Canyon Unit, CRS No.
UTU81878C, is hereby approved effective December 1, 2005, pursuant to Section 11 of the Little
Canyon Unit Agreement, Uintah County, Utah.

The second Revision to the Consolidated Wasatch/Mesaverde Formation Participating Area "A, B",
Little Canyon Unit, results in the addition of 120.00 acres to the participating area for a total of

1 RECEIVED
SEP272006
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1 RECEIVED
SEP272006
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†,379.02 acres and is base upon the completionof the following well as being capable of producing

unitized substances in paying quantities:

LCU5-35F SWNW,35-10S-20E UTUO1470C 4304735639

Copies of the approved request are being distributed to the appropriate agencies and one copy is

returned herewith. Please advise all interested parties of the approval of the 1st and 2nd Revision

to the Consolidated Wasatch/Mesaverde Participating Area NA""B", Little Canyon Unit.

Sincerely,

/s/Douglas F. Cook

Douglas F. Cook
Chief, Branch of
Fluid Minerals

Enclosure
As Stated

bcc: Divisionof Oil,Gas & Mining
SITLA
Little Canyon Unit w/enclosure
MMS - Data Management Division (Attn: James Sykes)
Oiland Gas (Attn: Judy Nordstrom)
Field Manager - Vernal w/enclosure
Agr. Sec. Chron.
Reading File
Central Files

CSeare:cs (09/21/06)Dominion
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RECEIVE>
JAN17

STATE OF UTAH 3 AMENDED REPORT O FORM 8
DEPARTMENT OF NATURALRESOURC

. OFOlLGAS&MINING (highlight changes)
DIVISIONOF OIL, GAS AND MINI I 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-47391

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN.ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL L DRY OTHER 7. UMT CAcAGnREEMENTNAME

b. TYPE OF WDRK 8. WELLNAMEand NUMBER:
NHL TRZ. EP- R

RY
FS

OTHER LCU 12-36F
2. NAMEOF OPERATOR: 9. API NUMBER:

Dominion Exploration & Production, Inc., 14000 Quail Springs Parkway, 43-047-35613
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT
Suite 600 CITY Oklahoma City STATE Û ZIP 73170 (405) 749-1300 Natural Buttes

4. LOCATIONOF WELL(FOOTAGES) 11. QTRIQTR SECTION, TOWNSHIP, RANGE,
ATSURFACE: 03' FŠú &475' F MERIDI :

NWSW 36 10S 20E
AT TOP PRODUONG INTERVAL REPORTED BELOW

12. COUNTY 13. STATEAT TOTALDEPTH
Uintah UTAH

14. DATESPUDDED 15. DATE T.D REACHED: 16. DATECOMPLETED 17. ELEVATIONS(DF, RKB, RT, GL):
10/27/2005 11/13/2005 11/20/2005 ABANDONED READYTOPRODUCE O 5290' GL

18. TOTALDEPTH: MD 19. PLUG BACK TO MO 9.064 20. IF MULTIPLECOMPLETIONS, HOWMANYT* 21. DEPTH BRIDGE MD
PLUG SET:

TVD TVO TVD
22. TYPE ELECTRICANDOTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

. WAS WELLCORED? NO YES (Sumt Myms)Platform Express Laterolog/Tool Combination
WAS DST RUNT NO YES (Submit report)Print/Gamma Ray, Cmt Bond Log
DIRECTIONALSURVEY? NO YES (Submitcopy)

24. CASING AND LINERRECORD (Report all strings set in well)

HOLE SfZE SIZEJGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENFMCpKES
VO BBL) CEMENT TOP ** AMOUNT PULLED

12 1/4" 8 5/8" J-55 32# Surface 2,212 600 Sx Surface
7 7/8" 5 1/2' N-80 17# Surface 9,101 780 Sx TOC 3,200

25. TUBWG RECO

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Open Squeezed

(B) See Attachment open Squeezed

(C) Open Squeezed

(D) Open Squeezd

28. ACID,FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

See Attachment

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAILOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY
ProducingO SUNDRY NOTICE FOR PLUGGING ANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON
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31. INITlALPRODUCT10N INTERVALA (As shown in item #26)

DATEFIRST PRODUCED TEST DATE: RS TESTED TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL PROD. METHOD:
11/20/2005 12/31/2005 24 RATES: - 15 321 49 Flowing

CHOKE SIZE TBG. PRESS. CSG.PRESS. APt GRAVITY BTU - GAS GASiOIL RATIO24 HR PRODUCTION OIL- BBL GAS - MCF: WATER - BBL INTERVALSTATUS:
48 73 1;21,400 RATES: 15 321 49 Producing

INTERVALB (As shown in item #26)
DATE FIRST PRODUCED TEST DATE: HOURS TESTED TEST PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: PROD. METHOD

RATES: -+

CHOKE SIZE: TBG. PRESS. CSG.PRESS. API GRAVITY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OIL- BBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -•

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. GRAVITY BTU- GAS GASIOILRATIO 24 HR PRODUCTION OIL- BBC GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)

DATEFIRST PRODUCED TEST DATE: HOURS TESTED: TESTPRODUCTION OIL - BBL: GAS - MCF: WATER - BBC PROD METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS L RATIO 24 HR PRODUCTION OIL - BBC GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of parosity andcontentsthereof Cored Intervals and attdrill-stem tests, including depth interval
tested,cushion used, timetool open, tiowingand shut-inpressures and recovedes.

Formation om Descriptions, Contents, etc. Name (Measu Depth)

Wasatch Tongue 3,705
Uteland Limestone 4,050
Wasatch 4,176
Chaoita Wells 4,923
Uteland Buttes 6,090
Mesaverde 6,820

35. ADDITIONALREMARIO (include plugg ng procedure}

36. I hereby cernfy that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE ) Carla Christi n TITLE Regulatory Specialist

SIGNATURE \ /J OATE 1/12/2006

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.
** ITEM 24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITlALPRODUCT10N INTERVALA (As shown in item #26)

DATEFIRST PRODUCED TEST DATE: RS TESTED TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL PROD. METHOD:
11/20/2005 12/31/2005 24 RATES: - 15 321 49 Flowing

CHOKE SIZE TBG. PRESS. CSG.PRESS. APt GRAVITY BTU - GAS GASiOIL RATIO24 HR PRODUCTION OIL- BBL GAS - MCF: WATER - BBL INTERVALSTATUS:
48 73 1;21,400 RATES: 15 321 49 Producing

INTERVALB (As shown in item #26)
DATE FIRST PRODUCED TEST DATE: HOURS TESTED TEST PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: PROD. METHOD

RATES: -+

CHOKE SIZE: TBG. PRESS. CSG.PRESS. API GRAVITY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OIL- BBL GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -•

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL GAS- MCF: WATER - BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. GRAVITY BTU- GAS GASIOILRATIO 24 HR PRODUCTION OIL- BBC GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)

DATEFIRST PRODUCED TEST DATE: HOURS TESTED: TESTPRODUCTION OIL - BBL: GAS - MCF: WATER - BBC PROD METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS L RATIO 24 HR PRODUCTION OIL - BBC GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of parosity andcontentsthereof Cored Intervals and attdrill-stem tests, including depth interval
tested,cushion used, timetool open, tiowingand shut-inpressures and recovedes.

Formation om Descriptions, Contents, etc. Name (Measu Depth)

Wasatch Tongue 3,705
Uteland Limestone 4,050
Wasatch 4,176
Chaoita Wells 4,923
Uteland Buttes 6,090
Mesaverde 6,820

35. ADDITIONALREMARIO (include plugg ng procedure}

36. I hereby cernfy that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE ) Carla Christi n TITLE Regulatory Specialist

SIGNATURE \ /J OATE 1/12/2006

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM 24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



LCU 12-36F Perforations & Frac's

Interval #1 Mesaverde 9006 - 18 73 holes

Frac w/33,300# 20/40 PR6000 sd., w/214.1 mscf of N2 and 525 bb1sof YFl2OST.

Interval #2 Mesaverde 8687 - 93
8733-48
8806 - 10
8812 - 16 62 holes

Frac w/75,604# 20/40 PR6000 sd., w/420.7 mscf of N2 and 844 bbls of YF120ST

Interval #3 Mesaverde 8305 - 08
8381-86
8580 - 91 60 holes

Frac w/45,714# 20/40 PR6000 sd., w/276.6 mscf of N2 and 630 bb1sof YF120ST

Interval #4 Mesaverde 7692 - 96
7956 - 60
7963 - 66 69 holes

Frac w/52,432# 20/40 Ottawa sd., w/229.2 mscf of N2 and 549 bb1s of YF120LG

Interval #5 Mesaverde 7242 - 45
7256 - 60
7308 - 14
7392 - 02 63 holes

Frac w/100,488# 20/40 Ottawa sd., w/402.7 mscf of N2 and 677 bbls of

LCU 12-36F Perforations & Frac's

Interval #1 Mesaverde 9006 - 18 73 holes

Frac w/33,300# 20/40 PR6000 sd., w/214.1 mscf of N2 and 525 bb1sof YFl2OST.
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8733-48
8806 - 10
8812 - 16 62 holes

Frac w/75,604# 20/40 PR6000 sd., w/420.7 mscf of N2 and 844 bbls of YF120ST

Interval #3 Mesaverde 8305 - 08
8381-86
8580 - 91 60 holes

Frac w/45,714# 20/40 PR6000 sd., w/276.6 mscf of N2 and 630 bb1sof YF120ST

Interval #4 Mesaverde 7692 - 96
7956 - 60
7963 - 66 69 holes

Frac w/52,432# 20/40 Ottawa sd., w/229.2 mscf of N2 and 549 bb1s of YF120LG

Interval #5 Mesaverde 7242 - 45
7256 - 60
7308 - 14
7392 - 02 63 holes

Frac w/100,488# 20/40 Ottawa sd., w/402.7 mscf of N2 and 677 bbls of



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDES1GNATIONANDSERIALNUMBER:
ML-47391

6. IF INDIAN,ALLOTTEEOR TRlBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do not use this form for proposals to drillnewwells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° LITTLE CANYON UNITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals.
1. TYPE OF WELL 8. WELLNAMEand NUMBER:

OIL WELL GAS WELL OTHER LCU 12-36F
2. NAMEOFOPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4304735613
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FiELD AND POOL, OR WILDCAT:

382 CR 3100 , AZTEC NM 87410 (505) 333-3100 NATURAL BUTTES
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2103' FSL & 475' FWL COUNTY: UINTAH

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSW 36 10S 20E STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMAT10N
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTlON (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, etc.

XTO Energy Inc. proposes to repair the casing for this well per the attached procedure.

COPYSENTTOOPERATOR

Date: $•¾3•.kR
Initials:

NAME(PLEASEPRINT) RI D. BINGH TITLE REGULATORY COMPLIANCE TECH

SIGNATURE DATE 5/2/2008

(ThisspaceforCeonly)APPROV BYTHE STATE ECENED
OF UTAH DIVISION OF
OIL, GAS, AN MINING gg 06 2003

(5/2000) DATE:
- L~¾ 3
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(5/2000) DATE:
- L~¾ 3



RBH
TJF

DLC
Little Canyon Unit #12-36F

Unit L, Sec 36, T 10 S, R 20 E
Uintah County, Utah

Repair Casing

Surf csg: 8-5/8", 32#, J-55 esg @2,212'. Circ cmt to surf.
Prod csg: 5-1/2", 17#, N-80 esg @9,119'
Cement: 80 sx Hi-Fill V cmt w/16% gel, 0.6% EX-1, 3% salt, 1% HR-7, 1/4 pps Flocele, & 10#

Gilsonite (mixed @l1.6 ppg, 3.12 cuft/sx) + 700 sx Type V 65-35 POZ cmt w/6% gel,
3% KCl, 1% EX-1, 0.6% Halad, & 0.2% HR-5 (mixed @13.0 ppg & 1.69 cuft/sx)

Tbg: 102jts 2-3/8" tbg & 5-1/2" RBP w/153 jts 2-3/8" tbg @4,012'
Perforations: MV: 9,006'-9,018' (6 SPF, 73 TTL), 8,687'-8,693', 8,733'-8,748', 8,806'-8,810',

8,812'-8,816' (2 SPF, 62 TTL), 8,305'-8,308', 8,381'-8,386', 8,580'-8,591' (3 SPF,
60 TTL), 7,692'-7,696', 7,956'-7,960', 7,963'-7,966' (6 SPF, 69 TTL), 7,242'-
7,245', 7,256'-7,260', 7,308'-7,314' (3 SPF), 7,392'-7,402' (2 SPF, 63 TTL)

Current: Shut in
Casing Leak: Estimated to be between 2,212'-3,200' (EIR @1 bpm, 500 psig)

Workover Procedure

1) MIRU PU. MI l - 500 bbl frac tank and 1 flow back tank. Fill the frac tank with 2% KCl water.

2) ND WH. NU BOP.

3) TOH w/2-3/8" tbg. TIH with RBP release tool, 5-1/2" packer, and ±127jts 2-3/8" tbg. Latch RBP
and TOH with 24 jts 2-3/8" tbg.

4) Set RBP and packer, so that the casing leak is isolatedto its smallest interval possible.

5) Once isolated, TOH with packer and RBP.

6) TIH with 5-1/2" CIBP, setting tool, and 2-3/8" tbg. Set CIBP at least 200' below casing leak.

7) TOH with BHA.

8) TIH with 5-1/2" packer, SN, and 2-3/8" tbg. Set packer at least 200' above casing leak.

9) CONTACT BLM/Utah OGC PRIOR TO SQUEEZE OPERATIONS.

10) Pump 250 sx ASTM Type III cmt (mixed @14.8 ppg & 1.32 cuft/ft) down tbg. Flush with 2% KCl
water to end of BHA, plus an additional 2 bbls over tbg volume.

11) Unset packer and TOH two stands. Reverse circulate tubing clean and reset packer. Pressure tubing
to 500 psig.

12) ALLOW SQUEEZE TO SET FOR AT LEAST 24



13) TOH with tubing and packer.

14) TIH with 4-3/4" mill, SN, and 2-3/8" tubing.

15) Clean out to CIBP. Pressure test casing to 500 psig for 30". Record test on chart.

16) Drill out CIBP. Clean out to PBTD (9,078').

17) TOH w/BHA. TIH w/5-1/2" packer, SN, and 2-3/8" tubing. Land packer @±7,200',SN @±7,196'.

18) MIRU N2 acid equip. Acidize Mesaverde perfs from 7,242'-9,018' down 2-3/8" tubing with 2500
gallons 50Q,N2 foamed, 7.5% HCl. Pump at a clean acid rate of 5 bpm and N2 rate of 2000 scf/bbl.
Over flush with 1,000 gals 2% KCl water.

19) SWI 3 hrs. RDMO N2 acid equip. Flow back well to flowback tank.

20) TOH w/BHA. TIH w/NC, SN, and 2-3/8" tubing. Land EOT @±9,001',SN @±9,000'.

21) Swab well until clean fluid is obtained and well kicks off.

22) Drop BHBS. Drop plunger.

23) RDMO PU. Return well to production.

24) Report rates and pressures to Brock Hendrickson.

Regulatory:

1. Submit sundry to BLM and Utah OGC to squeeze casing leak.

Equipment:

1. New SN, BHBS, and plunger

Little Canyon Unit #12-36F Procedure
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22) Drop BHBS. Drop plunger.

23) RDMO PU. Return well to production.

24) Report rates and pressures to Brock Hendrickson.

Regulatory:

1. Submit sundry to BLM and Utah OGC to squeeze casing leak.
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1. New SN, BHBS, and plunger

Little Canyon Unit #12-36F Procedure



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 7/1/2007

FROM: (oldOperator): TO: ( New Operator):
N1095-Dominion Exploration & Production, Inc N2615-XTO Energy Inc

14000 QuailSprings Parkway, Suite 600 810 Houston St
Oklahoma City, OK 73134 Fort Worth, TX 76102

Phone: 1 (405) 749-1300 Phone: 1 (817) 870-2800

CA No. Unit: LITTLE CANYON

WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL
NO TYPE STATUS

SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 8/6/2007
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 8/6/2007
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 8/6/2007
4a. Is the new operator registered in the State of Utah: Business Number: 5655506-0143

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/27/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/27/2007
3. Bond information entered in RBDMS on: 9/27/2007
4. Fee/State wells attached to bond in RBDMS on: 9/27/2007
5. Injection Projects to new operator in RBDMS on: 9/27/2007
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 9/27/2007
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000138
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 104312762

3b. The FORMER operator has requested a release of liability from their bond on: 1/23/2008
The Division sent response by letter on:

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

XTO - LITTLE CANYON (DOMINION) FORM A.xls

Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1. DJJ

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 7/1/2007

FROM: (oldOperator): TO: ( New Operator):
N1095-Dominion Exploration & Production, Inc N2615-XTO Energy Inc

14000 QuailSprings Parkway, Suite 600 810 Houston St
Oklahoma City, OK 73134 Fort Worth, TX 76102

Phone: 1 (405) 749-1300 Phone: 1 (817) 870-2800

CA No. Unit: LITTLE CANYON

WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL
NO TYPE STATUS

SEE ATTACHED LIST

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 8/6/2007
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 8/6/2007
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 8/6/2007
4a. Is the new operator registered in the State of Utah: Business Number: 5655506-0143

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

5b. Inspections of LA PA state/fee well sites complete on: n/a

5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 9/27/2007
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 9/27/2007
3. Bond information entered in RBDMS on: 9/27/2007
4. Fee/State wells attached to bond in RBDMS on: 9/27/2007
5. Injection Projects to new operator in RBDMS on: 9/27/2007
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 9/27/2007
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000138
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number 104312762

3b. The FORMER operator has requested a release of liability from their bond on: 1/23/2008
The Division sent response by letter on:

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on:
COMMENTS:

XTO - LITTLE CANYON (DOMINION) FORM A.xls



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

SUNDRYNOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals,
1. TYPE OF WELL 8. WELLNAMEand NUMBER:olL WELL O GAS WELL 2 OTHER

SEE ATTACHED
2. NAMEOFEnPERATOR: 9. A

E TACHED
3. ADDRESS OF OPERATOR: 810 Houston Street PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:

ony Fort Worth swa TX w76102 (817) 870-2800 Natural Buttes
4. LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED COUNTY: Uintah

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE O OTHER:

O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective July 1, 2007, XTO Energy Inc. has purchased the wells listed on the attachment from:

Dominion Exploration & Production, Inc.
14000 Quail Springs Parkway, Suite 600
Oklahoma City, OK 73134

James D. Abercrombie
Sr. Vice President, General Manager - Western Business Unit

Please be advised that XTO Energy Inc. is considered to be the operator on the attached list and is responsible
under the terms and conditions of the lease for the operations conducted upon the lease lands. Bond coverage
is provided by Nationwide BLMBond #104312750 and Department of Natural Resources Bond #104312762.

NAME(PLEASEPRINT) Win S. Ryan, J TITLE Sr. Vice President - Land Administration

SIGNATURE * DATE 7/31/2007

(Thisspacefor RECEIVED

(5/2000) Divisionof Oil,GasandMining <see Instructions onReverse Side) DN,OFOIL,GAS&MINING

EarleneRussell, Engineering
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3. ADDRESS OF OPERATOR: 810 Houston Street PHONE NUMBER: 10. FIELDANDPOOL, OR WILDCAT:

ony Fort Worth swa TX w76102 (817) 870-2800 Natural Buttes
4. LOCATIONOF WELL
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TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE O OTHER:

O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective July 1, 2007, XTO Energy Inc. has purchased the wells listed on the attachment from:

Dominion Exploration & Production, Inc.
14000 Quail Springs Parkway, Suite 600
Oklahoma City, OK 73134

James D. Abercrombie
Sr. Vice President, General Manager - Western Business Unit

Please be advised that XTO Energy Inc. is considered to be the operator on the attached list and is responsible
under the terms and conditions of the lease for the operations conducted upon the lease lands. Bond coverage
is provided by Nationwide BLMBond #104312750 and Department of Natural Resources Bond #104312762.

NAME(PLEASEPRINT) Win S. Ryan, J TITLE Sr. Vice President - Land Administration

SIGNATURE * DATE 7/31/2007

(Thisspacefor RECEIVED

(5/2000) Divisionof Oil,GasandMining <see Instructions onReverse Side) DN,OFOIL,GAS&MINING

EarleneRussell, Engineering



N1095 DOMINIONE and P, INC. to N2615 XTO ENERGY, INC.

LITTLECANYONUNIT

api well name qtr qtr sec twp rng lease num entity Lease well stat
4304731026 HILL FEDERAL 1-10 NESW 10 110S 200E U-44089 1368 Federal GW TA
4304731178 LAFKAS FED 1-3 SWSW 03 110S 200E U-34350 1367 Federal GW S
4304735639 LCU 5-35F SWNW 35 100S 200E U-01470-C 14619 Federal GW P
4304735646 LCU 10-35F NWSE 35 100S 200E U-01470-D 14619 Federal GW P
4304735729 LCU 14-lH SESW 01 110S 200E UTU-73436 14619 Federal GW P
4304735730 LCU 12-lH NWSW 01 110S 200E UTU-73436 14619 Federal GW P
4304735731 LCU 2-12H NWNE 12 110S 200E UTU-73436 14619 Federal GW P
4304736164 LCU 6-6G SENW 06 110S 210E UTU-75700 14619 Federal GW P
4304736165 LCU 2-lH NWNE 01 110S 200E UTU-76264 14619 Federal GW P
4304736166 LCU 5-lH SWNW 01 110S 200E UTU-76264 14619 Federal GW P
4304736167 LX]J 16-lH SESE 01 110S 200E 17fD-73436 14619 Federed GNV P
4304736168 LCU ll-lH NESW 01 110S 200E UTU-73436 14619 Federal GW P
4304736607 LÍ]U ll-10H NESTV 10 110S 200E U-44089 15361 Federed GNV P
4304736774 LCU 2-10H NWNE 10 110S 200E UTU-44089 15330 Federal GW P
4304736775 LCU 7-3H SWNE 03 110S 200E UTU-44090-A 15777 Federal GW P
4304736776 LCU l l-3H NESW 03 110S 200E UTU-34350 16104 Federal GW DRL
4304736803 LCU 7-lH SWNE 01 110S 200E UTU-76264 14619 Federal GW P
4304736804 LCU 3-3H NENW 03 110S 200E UTU-44090-A 16070 Federal GW DRL
4304736805 LCU 14-3H SESW 03 110S 200E UTU-34350 16106 Federal GW DRL
4304736806 LCU 15-9H SWSE 09 110S 200E UTU-76265 16042 Federal GW DRL
4304736807 LCU 8-12H SENE 12 110S 200E U-73436 14619 Federal GW P
4304736811 LCU 14-35F SESW 35 100S 200E U-01470-D 14619 Federal GW P
4304736812 LITU 13-35F STVSTV 35 100S 200E U-01470-D 14619 Federal GNV P
4304736813 LCU 12-6G NWSW 06 110S 210E U-72665 fŠžÄŠFederal GW P
4304736891 LCU 9-3H NESE 03 110S 200E UTU-34350 16107 Federal GW DRL
4304737198 LCU 6-11H SENW 11 110S 200E UTU-73436 16009 Federal GW P
4304737199 LCU 12-11H NWSW ll 110S 200E UTU-73436 16009 Federal GW P
4304737200 LCU 14-11H SESW 11 110S 200E UTU-73436 16009 Federal GW P
4304737449 LCU 9-11H NESE 11 110S 200E UTU-73436 16009 Federal OW P
4304738380 LCU 6-3H SENW 03 110S 200E UTU-44090-A 15939 Federal GW DRL
4304738381 LCU 10-3H NWSE 03 110S 200E UTU-34350 16157 Federal GW DRL
4304738382 LCU 16-3H SESE 03 110S 200E UTU-34350 16105 Federal GW DRL
4304738991 LCU 2-6GX (RIGSKID) NWNE 06 110S 210E UTU-075700 15912 Federal GW P
4304739065 UTE TRIBAL 3-11H NENW ll 110S 200E 14-20-H62-5611 16073 Indian GW DRL
4304739066 UTE TRIBAL 7-11H SWNE 11 110S 200E 14-20-H62-5611 16044 Indian GW P
4304739067 UTE TRIBAL 8-11H SENE |11 110S 200E 14-20-H62-5611 16045 Indian GW DRL
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N1095 DOMINIONE and P, INC. to N2615 XTO ENERGY, INC.

LITTLECANYONUNIT

api well_name qtr qtr see twp rng lease_num entity Lease well stat
4304735613 IJ U 12-36F 149VSTV36 100S 200E AdL,47391 14619 State (19V P
4304735643 LCU 10-2H NWSE 02 110S 200E ML-48771 14630 State GW P
4304736611 LATU13-2H STVSTV 02 110S 200E A4L-48771 15704 State (TVVP
4304736779 LCU 5-2H NESW 02 110S 200E ML-48771 99999 State GW DRL
4304736780 LCU ll-2H NESW 02 110S 200E ML-48771 99999 State GW DRL
4304736783 LCU 14-36F SESW 36 100S 200E ML-47391 14619 State GW P
4304737986 LCU 3-36F NENW 36 100S 200E ML-47391 16071 State GW DRL
4304737987 LCU 10-36F NWSE 36 100S 200E ML-47391 15911 State GW S
4304737988 LA U8-36F SF14E 36 100S 200E AdL,47391 16030 State GBWP
4304737989 L( U 13-36F STVSTV 36 100S 200E AdL,47391 14619 State Cygr p
4304737999 LA LJ6-36F SF149V 36 100S 200E hdL,47391 16059 State (ITV S
4304738026 IJ U ll-36F FIESTV 36 100S 200E AdL,47391 14619 State CB¥ P
4304738256 LCU 8-2H SENE 02 110S 200E ML-48771 99999 State GW DRL
4304738257 LCU 12-2H NWSW 02 110S 200E ML-48771 15750 State GW P
4304738258 LCU7-2H STVNE 02 110S 200E NIL-48771 15664 State GVV P
4304738259 LCU 9-2H SENE 02 110S 200E ML-48771 99999 State GW DRL
4304738260 LA LIl5-36F STVSE 36 100S 200E híL-47391 15893 State (TVVP
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office TAKE PRIDE'
P.O. Box 45155 INg ERICA

Salt Lake City,UT 84145-0155

IN REPLY REFER TO
3180
UT-922

Dominion Exploration & Production, Inc.
Attn: James D. Abercrombie
14000 Quail Springs Parkway, #600
Oklahoma City,OK 73134-2600

August 10, 2007

Re: Little Canyon Unit
Uintah County, Utah

Gentlemen:

On August 8, 2007, we received an indenture dated June 30, 2007, whereby Dominion Exploration
& Production, Inc. resigned as Unit Operator and XTO Energy Inc. was designated as Successor
Unit Operator for the Little Canyon Unit, Uintah County, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective August 15,
2007. In approving this designation, the Authorized Officer neither warrants nor certifies that the
designated party has obtained all required approval that would entitle it to conduct operations under
the Little Canyon Unit Agreement.

Your statewide oil and gas bond No. UTBOOO138will be used to cover all operations within the
River Bend Unit.

It is requested that you notifyall interested parties of the change in unit operator. Copies of the
approved instruments are being distributed totheappropriate federal offices,with one copy returned
herewith.

Sincerely,

/s/ Greg J. Noble

Greg J. Noble
Acting Chief, Branch of Fluid Minerals

Enclosure
RECEIVED
AUS\ 62007

DN,0F0tL,GAS&

United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office TAKE PRIDE'
P.O. Box 45155 INg ERICA
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DN,0F0tL,GAS&



Form 31Ë0-5 UNITED STATËS ' FORM APPROVED
(August 2007 DEPARTMENT OF THE INTERIOR DOGMCO B NO. 1004-0137

U -pires July 31, 2010
BUREAU OF LAND MANAGEMENT

5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS Mr..-47391

Do not use this form for proposals to dri/I or to re-enter an 6. If Indian, Allottee or Tribe Name

abandoned we/I. Use Form 3160-3 (APD) for such proposals.
N/A

SUBMIT IN TRIPLICATE - Other instructions on page 2 7. IfUnit or CA/Agreement, Name and/or No.

LITTLE CANYONUNIT
1. Type of Well

Oil Well Gas Well Other 8. WellName and No.

2. NameofOperator
LCfJ 12-36F

X'IO ENERGY INC. 9. APT Well No
3a. Address 3b. Phone No. (include area code) 43-047-35613

382 CR 3100 AZTECr NM 87410 505-333-3100 10. Field and Pool or Exploratory Area
4. Location of Well (Footage, Sec., T , R., M., or Survey Description) NATURAL BUTTES

2,103' FSL & 475· FWL NWSW SEC 36(L)-T10S-R20E
l1. County or Parish, State

ImtrAH UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Of

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
X Casing Repair New Construction Recomplete Other

Final Abandonment Notice Change Plans Plug and Abandon Temporarily Abandon

O e-,s iesti.. ,,, s. Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the fmal site is ready for final inspection.)

XTO Energy Inc. repaired the casing for this well per the attached Morning Report.

RECOVED
APR2T 2009

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

A. NICOL Title REGEKER)RY CLERK

Signature Date 4/22/2009

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date

Conditions of approval, if any, are attached. Approval ofthis notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime for any person knowinglyand willfullyto mak ntca ne ofthe United States any false,
fictitious or fraudulent statements or representations as to any matter within its
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EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2003

Report run on 3/7/2009 at 9:20 AN

Little Canyon Unit 12-36F

Section 36-10S-20E, Uintah, Utah, Roosevelt
Objective: Casing Leak / Rpr
Date First Report: 6/30/2008
Method of Production: None

7/1/2008 MIRU
======== ================== Little Canyon Unit 12-36F =================================

7/2/2008 Notified State DOGM ( Doug Hackford)/ BLM ( Ryan Angus) by phone. RU WL. RIH
w/ 4.8'l GR to 4000' fs. NO TS. RIH w/ CBP set @ 2970' . RIH w/ CIBP set @
2578' fs. MU & TIH w/ stinger & 82 jt's 2-3/8'', 4.7#, N-80, eue. Latch in
ret. PT tbg to 2500 psig. GD tst. EIR of 5bpm @ 700 psig. 10 ble ttl. SWIFN.
PREP TO SQZ.

========= = = ==== = - Little canyon Unit 12-36F ==============================

7/3/2008 RU HES hold saftey meeting. EIR dwn tbg of 2 BPM @ 750 psig. Ppd 20 BFW &
estb rets up surf csg. Mxd & ppd 200 sxs class G w/2% CaCl @ 15.8 ppg & 1.15
yld. Final tbg psig was 1250 psig. Est 3 bb1s cmt in csg. Stung out of
CICR & revd circ tbg clean. TOH w/82 jts 2-3/8'', 4.7#, N-80 tbg. SWI &
SDFWE.
PMPD CEMENT

========================= Little Canyon Unit 12-36F ========= ===========

7/7/2008 Temples WS saftey meeting pu @ TIH w/ 4-3/4 bit 4-3-1/8 DC 79 jts 2-3/8 N 80
4.7 EUE tbg tag hd cemt @ 2570' fs, PU PWR swivel estb circ dri 8' cemt to
top of CIBP @ 25781. drid to 2579' drid l' of CI std drig rubber CO hole TOH
41' EOT, 2338'SWI SDFN.

==== = =============== ==== Little Canyon Unit 12-36F = ====== ==

7/8/2008 Held saftey meeting. Estb circ & fin DO CICR @ 2578'. Tgd TOC @ 2581'. DO
hd cmt fr/2581' - 2743' & fell out of cmt. RD pwr swivel & TIH w/7 jts of 2-

3/8" tbg. Tgd CBP @ 2970'. Circ cln & TOH w/7 jts of 2-3/8" tbg. EOT

2740'. SWI & SDFN.

== == === Little Canyon Unit 12-36F =================================

7/9/2008 Bd well. TOH w/84 jts 2-3/8" tbg, 4-3-1/8" DC & 4-3/4 bit. MIRU WLU. RIH
w/GR/CCL/CBL & logged well fr/2970l FS - surf. Log showed 0 bond fr/2900'
to 2500', 100% bond fr/2800' - 2500' & 15% bond fr/2500' to btm of 8-8/5"

surf csg @ 2212'. PT 5-1/2" 17#, N-80 csg to 1,000 psig & held press 30".
PT bled off 200 psig to 800 psig, 30". R1sd press & TIH w/5-1/2" pkr & 88

jts 2-3/8" tbg. Set pkr @ 2823'. SWI & SDFN.

===== ======= = = ===== == ==== Little Canyon Unit 12-36F ======
-=== ==

7/10/2008 Bd well. PT TCA to 1,000 psig, 30", gd tst, PT tbg to 1,000 psig, 30", gd
tst. Rlsd press & pkr. TOH w/90 jts 2-3/8" tbg & 5-1/2 Weathford HD pkr.
PU & TIH w/4-3/4" Hurricane mill, 4-3-1/8" DC & 91 jts 2-3/8" tbg. RU pwr
swivel & circ well w/90 bb1s of treated 2% KCl wtr. SWI & SDFN.

=-== == === ===== === = ====== Little Canyon Unit 12-36F ======== ========= ====

7/11/2008 Bd well circ hole D/P had 1,400 psig under CBP bd, Talley & TIH w/ 189 jts
of 2- 3/8 4.7# N-80 tbg tag fill @ 8,850' RU pwr swivel & foam uinit, estb
circ dried 10I- got stuck & 8,860' wk 2-3/8 J-55 4.7# tbg rotate tbg strg wt

25,000 pld 25,000 over stg wt SD foam unit ppd 80 bb1s trted 2% kcl dwn tbg
pld & work tbg pld 50,000 on tbg chain dwn bakes SWI STFWE.
DO CBP

============================== Little Canyon Unit 12-36F ======= ======

7/14/2008 Bd well. Ppd 25 bbl sweep & 150 bb1s of treated 2% KCl wtr to KW. Performed

manual BO of tbg. TOH w/1 jt & rmv strg float TIH & att to screw back into
BO sucess. RD pwr swivel & TOH w/67 2-3/8" tbg. Found tbg twisted off just
above upset pin end & 20901. TIH w/ 4-3/4 flat btm shoe 4-1/2" skirted top
bushing, hyd jars, 4- 3 -1/2" DC's, jar intensifier & 61 jts 2- 3/8" tbg.
RU pwr swivel & SWI. SDFN.

EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2003

Report run on 3/7/2009 at 9:20 AN

Little Canyon Unit 12-36F

Section 36-10S-20E, Uintah, Utah, Roosevelt
Objective: Casing Leak / Rpr
Date First Report: 6/30/2008
Method of Production: None

7/1/2008 MIRU
======== ================== Little Canyon Unit 12-36F =================================

7/2/2008 Notified State DOGM ( Doug Hackford)/ BLM ( Ryan Angus) by phone. RU WL. RIH

w/ 4.8'l GR to 4000' fs. NO TS. RIH w/ CBP set @ 2970' . RIH w/ CIBP set @

2578' fs. MU & TIH w/ stinger & 82 jt's 2-3/8'', 4.7#, N-80, eue. Latch in
ret. PT tbg to 2500 psig. GD tst. EIR of 5bpm @ 700 psig. 10 ble ttl. SWIFN.

PREP TO SQZ.

========= = = ==== = - Little canyon Unit 12-36F ==============================

7/3/2008 RU HES hold saftey meeting. EIR dwn tbg of 2 BPM @ 750 psig. Ppd 20 BFW &

estb rets up surf csg. Mxd & ppd 200 sxs class G w/2% CaCl @ 15.8 ppg & 1.15

yld. Final tbg psig was 1250 psig. Est 3 bb1s cmt in csg. Stung out of
CICR & revd circ tbg clean. TOH w/82 jts 2-3/8'', 4.7#, N-80 tbg. SWI &
SDFWE.
PMPD CEMENT

========================= Little Canyon Unit 12-36F ========= ===========

7/7/2008 Temples WS saftey meeting pu @ TIH w/ 4-3/4 bit 4-3-1/8 DC 79 jts 2-3/8 N 80

4.7 EUE tbg tag hd cemt @ 2570' fs, PU PWR swivel estb circ dri 8' cemt to
top of CIBP @ 25781. drid to 2579' drid l' of CI std drig rubber CO hole TOH

41' EOT, 2338'SWI SDFN.

==== = =============== ==== Little Canyon Unit 12-36F = ====== ==

7/8/2008 Held saftey meeting. Estb circ & fin DO CICR @ 2578'. Tgd TOC @ 2581'. DO
hd cmt fr/2581' - 2743' & fell out of cmt. RD pwr swivel & TIH w/7 jts of 2-

3/8" tbg. Tgd CBP @ 2970'. Circ cln & TOH w/7 jts of 2-3/8" tbg. EOT

2740'. SWI & SDFN.

== == === Little Canyon Unit 12-36F =================================

7/9/2008 Bd well. TOH w/84 jts 2-3/8" tbg, 4-3-1/8" DC & 4-3/4 bit. MIRU WLU. RIH

w/GR/CCL/CBL & logged well fr/2970l FS - surf. Log showed 0 bond fr/2900'
to 2500', 100% bond fr/2800' - 2500' & 15% bond fr/2500' to btm of 8-8/5"

surf csg @ 2212'. PT 5-1/2" 17#, N-80 csg to 1,000 psig & held press 30".
PT bled off 200 psig to 800 psig, 30". R1sd press & TIH w/5-1/2" pkr & 88

jts 2-3/8" tbg. Set pkr @ 2823'. SWI & SDFN.

===== ======= = = ===== == ==== Little Canyon Unit 12-36F ======
-=== ==

7/10/2008 Bd well. PT TCA to 1,000 psig, 30", gd tst, PT tbg to 1,000 psig, 30", gd
tst. Rlsd press & pkr. TOH w/90 jts 2-3/8" tbg & 5-1/2 Weathford HD pkr.
PU & TIH w/4-3/4" Hurricane mill, 4-3-1/8" DC & 91 jts 2-3/8" tbg. RU pwr
swivel & circ well w/90 bb1s of treated 2% KCl wtr. SWI & SDFN.

=-== == === ===== === = ====== Little Canyon Unit 12-36F ======== ========= ====

7/11/2008 Bd well circ hole D/P had 1,400 psig under CBP bd, Talley & TIH w/ 189 jts
of 2- 3/8 4.7# N-80 tbg tag fill @ 8,850' RU pwr swivel & foam uinit, estb
circ dried 10I- got stuck & 8,860' wk 2-3/8 J-55 4.7# tbg rotate tbg strg wt

25,000 pld 25,000 over stg wt SD foam unit ppd 80 bb1s trted 2% kcl dwn tbg
pld & work tbg pld 50,000 on tbg chain dwn bakes SWI STFWE.
DO CBP

============================== Little Canyon Unit 12-36F ======= ======

7/14/2008 Bd well. Ppd 25 bbl sweep & 150 bb1s of treated 2% KCl wtr to KW. Performed

manual BO of tbg. TOH w/1 jt & rmv strg float TIH & att to screw back into
BO sucess. RD pwr swivel & TOH w/67 2-3/8" tbg. Found tbg twisted off just
above upset pin end & 20901. TIH w/ 4-3/4 flat btm shoe 4-1/2" skirted top
bushing, hyd jars, 4- 3 -1/2" DC's, jar intensifier & 61 jts 2- 3/8" tbg.
RU pwr swivel & SWI. SDFN.



EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2009

Report run on 3/7/2009 at 9:20 AM

bd well

= ============= = = Little Canyon Unit 12-36F = == ===== ==

7/15/2008 Contd TIH w/mill BHA & tbg. Tgd TOF @ 2,101'. Estb circ & mill off 9- 1/2'
of tbg, dressing fish. Ppd 75 bbls treated 2% KCl wtr & KW. TOH w/67 jts
of 2-3/8" tbg & tls. LD mill assy. TIH w/OS, XO sub & tbg. Wked OS over
& latched onto fish. Pld 40K & RU WLU. RIH w/1-11/16" JB, unable to wk tls
thru TOF. KW w/10 bbls 2% KCl wtr & POH. Replsd & RIH w/1-1/2" JB, unable
to wk JB thru ID of fish top. POH & RD WLU. KW w/15 BW & rlsd OS. TOH w/2-

3/8" tbg & LD OS. SWI & SDFN.
dress up fish

= ====== ============== Little Canyon Unit 12-36F =================================

7/16/2008 Bd well & pmp 35 bbls treated 2% KCl wtr to KW. TIH w/external cutter BHA,
66 jts of J-55, 4.7#, 2-3/8" tbg, 101 x 2-3/8" N-80 tbg sub & 1 jt tbg.
Engaged fish & cut off tbg @ 2,141'. TOH w/tbg & tools. Recd cut off jts
in cutter. TIH w/OS & 68 jts 2-3/8" tbg. Tgd & wkd OS over TOF @ 2,145'.
RU WLU & RIH w/1-11/16" JB to 2,650'. POH & LD JB. RU & RIH w/freepoint tls
to top of DC o 8,740'. Freepoint indic tbg 90% free @ 8,720' . POH w/WL
tls. SWI & SDFN.
TIH w/ Cuter

========================= Little Canyon Unit 12-36F ======== =======================

7/17/2008 Bd well. Pmp 15 bble trted 2% kcl wtr & KW. RU WLU & RIH w/1-11/16"

chemical cutter, Pld tbg in tens w/55,000# on tbg. Cut tbg off & 8,741' ,1'

abv DC. POH & LD tls, RD WLU. TOH w/69 jts 2-3/8" tbg & 10' x 2-3/8" sub.
LD OS. Contd TOH w/207 jts 2-3/8"tbg & cut off jt. Change out pipe rams.
PU & TIH w/4-11/16" OS dressed w/3-1/2" grapple, bumper sub, hyd jars, 4 -

3-1/2" DC's, Bowen Intensifier & 179 jts of new 2-7/8", N-80 tbg. EOT @

6,090'. SWI & SDFN.
cut tbg

=========================== Little Canyon Unit 12-36F =========================

7/18/2008 Fin TIH w/OS BHA & 81 jts 2-7/8" N- 80 tbg. Tgd TOF fish @ 8,726'. Wked OS

over fish, pld 70,000 # fish moved, pld 80,000# & jarred fish free. TOH

w/261 jts tbg ,4 - DC, LD OS assy & fish consisting of 4 Knight Oil tl DC"s,

string mill & 4-3/4 mill. TIH w/4-11/16" flat btm mill shoe, 43' of 4-1/2"

washpipe, hyd jars, intensefier, 4 - 3-1/2" DC's, bumper sub, 1 - 6' x 2-

7/8" N-80 tbg sub & 40 jts 2-7/8" tbg. SWI & SDFWE.
TIH w/ 2-7/8 tbg

==== ======= Little Canyon Unit 12-36F = == = = ===================

7/21/2008 Held safety meeting. Bd well. Cont TIH w/washover BHA & 2-7/8" N-80 tbg.
Tgd TOF @ 8,850'. RU pwr swivel & estb circ. Washover fish fr/8,870' -

8,870'. Washover 12' & drlng slowed. Circ cln & TOH w/220 jts 2-7/8" tbg.
EOT @ 1,594'. SWI & SDFN.
TIH w/ tools

============= Little Canyon Unit 12-36F =================================

7/22/2008 Hold safety meeting. TOH w/40 jts of 2-7/8 N 80 tbg & BHA. Mill shoe was

100% worn. TIH w/new mill shoe & 264 jts tbg. Tgd TOF @ 8,863'. Estb circ
& wash over to fish to 8,887'. Fish fell free & pushed to 8,897'. Fill DO

slowed & stopped making hole. Circ hole cln & TOH w/2 jts tbg. EOT @

8,833'. SWI & SDFN.
TOH w/tools

==================== = Little Canyon Unit 12-36F == ====== === == =======

7/23/2008 Held safety meeting. Estb circ & cont washover fish & CO fill fr/ 8,887' -

8,9901. DO CBP @ 89901, rets incr to hvy sd. PUH to 8,973' to circ &
stuck tls. Attd to free tbg w/jars, unable to set off hyd jars due to
possible trash around tls. Contd to att to wk tbg free w/20' travel & gd
circion w/o success. FTP 250 psig, FCP 1,700 psig. Pld 115,000K & 65,000K
over strg wt & wkd tbg 2 hrs, unable to free tbg. Pld tbg in 80,000K tens &
SWI. SDFN.



EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2009

Report run on 3/7/2009 at 9:20 AM

Pushing BP
================= ======= = Little Canyon Unit 12-36F == == = ===

7/24/2008 Hold safety meeting. RU WLU. RIH w/free point & strg shot assy to 8,882'
FS. Tls indic tbg 75% free abv hyd jar intensefier & 14% free below intens.
Strapped in LH rotation & attd to BO tbg w/o success. POH w/WL tls. Re-

dressed & RIH w/strg shot to 8,878' FS. Strapped in LH rotation & attd BO,
w/o success. POH w/tls. RU AFU & circ well w/50 bb1s trted 2% KCl wtr while
wrkg tbg strg, attng to close hyd jars w/o success. Wkd tbg 50,000K
100,000K, unable to operate jars. RIH w/free point, strg shot tl. Free
point indic BD as RIH. POH w/WL tls & SWI. SDFN.
RUWL

================================= Little Canyon Unit 12-36F =================================

7/25/2008 Pmpd 20 bbls 2% kcl wtr to KW. RTH w/free point tl to bottom of DC @ 8,820',
shows 58% free. POH w/free point tl. PU & RIH w/strg shot to 8,820' did not
fire. POH w/strg shot. PU & RIH w/strg shot to 8,805' ti spot. Pmpd 20
bb1s 2% kcl wtr & wkd strg shot to 8,8361. Attd to PUH w/strg shot to
8,820', strg shot stuck @ 8,836'. Fired strg shot. Strg shot stuck @
8,8201. Pld out of rope socket. POH w/WL. RIH w/chem cutter & cut tbg &
8,774'. POH w/chem cutter. RD WLU. TOH w/206 jts 2-7/8" N-80 tbg. EOT @
1,982'. SWI. SDFWE.
Run free point

================================= Little Canyon Unit 12-36F ===================== ===========

7/28/2008 Bd well pmp 50 bb1s trted 2% kcl wtr , TIH w/ flat bottom shoe,4-1/2"x 2.40',
5 jnts washpipe, 4-1/2" x158.34', washpipe pup jnt 4-1/2" x 9.72', top
bushing 2-7/8" reg x 4-1/2" hyd 3-3/8"x1.27', bowen lbs 3-3/4" x7.98', bowen
jar 3-3/4" x 9.26', 4- DC 3-1/2" x121.78', bowen intensifier 3-3/4" x8.31',
xo sub 2-7/8" EUE x 2-3/8" IF 3-5/8" x 0.75' , pup jnt 2-7/8" N-80 2-7/8" x
6.07', TIH 1 jt 2-7/8 N-80 tbg SN install SV run 44 jts tst 2,500 psig tst
ok. TIH w/ 40 jts & time tst to 2,500 psig ,TIH to fish top 8,8,774' fs 256
jts N-80 tbg no leaks,TOH w/ 22 jts wet SWI SDFN.
tst tbg TIH

================ = = Little Canyon Unit 12-36F ================ = =

7/29/2008 RIH w/fish tl & rec Sv. POH & LD fish tl & SV. TIH w/48 jts 2-7/8" N- 80
tbg. Wash over fish @ 8,774'. Tgd bridge @ 8,812· wash dwn to 8,821' (9' in
6 hrs) circ cln. TOH w/82 jts 2-7/8 N-80 tbg. EOT 6,126'. SWI. SDFN.
pull standing SV

================================= Little Canyon Unit 12-36F =--=-===-==== ==========

7/30/2008 Bd well. TOH w/174 jts 2-7/8" N-80 tbg & BHA. Btm of shoe was wore dwn 3-

1/2 ". 3 jts wash over pipe pin end & box end damaged. Last 3 jts wash over
pipe scared on out side of pipe. TIH w/OS (3-3/8" x 2.94'), bowen lbs (3-

3/4" x 7.98'), bowen jar (3-3/4" x 9.26'), 1 - DC (3-1/2" x 31.32'), bowen
intensifier (3- 3/4" x 8.31'), bowen intensifier (3-3/4 " x 8.32'), XO sub
(3-5/8" x 0.75'), 2- 7/8" X 6.07' tbg sub & 216 jts 2- 7/8" N- 80 tbg.

EOT @ 7,160'. SWI. SDFN..
TOH w/BHA

================================= Little Canyon Unit 12-36F == == = ===

7/31/2008 TIH w/48 jts of 2-7/8"N-80 tbg. Latch on fish @ 8,760'. Jar on fish @
100,000# for 3 hrs. PUH w/fish 17'. Pmp 21 bb1s 2% kcl wtr dwn tbg,
pressure up to 300 psig & pressure dropd to 0 psig. Jars wk go off o
80,000#. Jar for 2 hrs w/no movg. Fish top @ 8,737'. RU WLU. TIH
w/freepoint tls & 8,707' fs 100% free TIH to 8,762' fs tool set dwn TOH W/
WLU. RU rig pmp, pmp 10 bbls press up to2,000 psig pmp 5 bb1s drop to 1,000
psig pmp 37 bbls 1,000 psig SWI SWIFN.
TIH & jar

====================== == = Little Canyon Unit 12-36F ================ == =

EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2009

Report run on 3/7/2009 at 9:20 AM

Pushing BP
================= ======= = Little Canyon Unit 12-36F == == = ===

7/24/2008 Hold safety meeting. RU WLU. RIH w/free point & strg shot assy to 8,882'
FS. Tls indic tbg 75% free abv hyd jar intensefier & 14% free below intens.
Strapped in LH rotation & attd to BO tbg w/o success. POH w/WL tls. Re-

dressed & RIH w/strg shot to 8,878' FS. Strapped in LH rotation & attd BO,
w/o success. POH w/tls. RU AFU & circ well w/50 bb1s trted 2% KCl wtr while
wrkg tbg strg, attng to close hyd jars w/o success. Wkd tbg 50,000K
100,000K, unable to operate jars. RIH w/free point, strg shot tl. Free
point indic BD as RIH. POH w/WL tls & SWI. SDFN.
RUWL

================================= Little Canyon Unit 12-36F =================================

7/25/2008 Pmpd 20 bbls 2% kcl wtr to KW. RTH w/free point tl to bottom of DC @ 8,820',

shows 58% free. POH w/free point tl. PU & RIH w/strg shot to 8,820' did not
fire. POH w/strg shot. PU & RIH w/strg shot to 8,805' ti spot. Pmpd 20
bb1s 2% kcl wtr & wkd strg shot to 8,8361. Attd to PUH w/strg shot to
8,820', strg shot stuck @ 8,836'. Fired strg shot. Strg shot stuck @
8,8201. Pld out of rope socket. POH w/WL. RIH w/chem cutter & cut tbg &
8,774'. POH w/chem cutter. RD WLU. TOH w/206 jts 2-7/8" N-80 tbg. EOT @
1,982'. SWI. SDFWE.
Run free point

================================= Little Canyon Unit 12-36F ===================== ===========

7/28/2008 Bd well pmp 50 bb1s trted 2% kcl wtr , TIH w/ flat bottom shoe,4-1/2"x 2.40',
5 jnts washpipe, 4-1/2" x158.34', washpipe pup jnt 4-1/2" x 9.72', top
bushing 2-7/8" reg x 4-1/2" hyd 3-3/8"x1.27', bowen lbs 3-3/4" x7.98', bowen
jar 3-3/4" x 9.26', 4- DC 3-1/2" x121.78', bowen intensifier 3-3/4" x8.31',
xo sub 2-7/8" EUE x 2-3/8" IF 3-5/8" x 0.75' , pup jnt 2-7/8" N-80 2-7/8" x
6.07', TIH 1 jt 2-7/8 N-80 tbg SN install SV run 44 jts tst 2,500 psig tst
ok. TIH w/ 40 jts & time tst to 2,500 psig ,TIH to fish top 8,8,774' fs 256

jts N-80 tbg no leaks,TOH w/ 22 jts wet SWI SDFN.
tst tbg TIH

================ = = Little Canyon Unit 12-36F ================ = =

7/29/2008 RIH w/fish tl & rec Sv. POH & LD fish tl & SV. TIH w/48 jts 2-7/8" N- 80
tbg. Wash over fish @ 8,774'. Tgd bridge @ 8,812· wash dwn to 8,821' (9' in
6 hrs) circ cln. TOH w/82 jts 2-7/8 N-80 tbg. EOT 6,126'. SWI. SDFN.
pull standing SV

================================= Little Canyon Unit 12-36F =--=-===-==== ==========

7/30/2008 Bd well. TOH w/174 jts 2-7/8" N-80 tbg & BHA. Btm of shoe was wore dwn 3-

1/2 ". 3 jts wash over pipe pin end & box end damaged. Last 3 jts wash over
pipe scared on out side of pipe. TIH w/OS (3-3/8" x 2.94'), bowen lbs (3-

3/4" x 7.98'), bowen jar (3-3/4" x 9.26'), 1 - DC (3-1/2" x 31.32'), bowen
intensifier (3- 3/4" x 8.31'), bowen intensifier (3-3/4 " x 8.32'), XO sub
(3-5/8" x 0.75'), 2- 7/8" X 6.07' tbg sub & 216 jts 2- 7/8" N- 80 tbg.

EOT @ 7,160'. SWI. SDFN..
TOH w/BHA

================================= Little Canyon Unit 12-36F == == = ===

7/31/2008 TIH w/48 jts of 2-7/8"N-80 tbg. Latch on fish @ 8,760'. Jar on fish @

100,000# for 3 hrs. PUH w/fish 17'. Pmp 21 bb1s 2% kcl wtr dwn tbg,
pressure up to 300 psig & pressure dropd to 0 psig. Jars wk go off o
80,000#. Jar for 2 hrs w/no movg. Fish top @ 8,737'. RU WLU. TIH
w/freepoint tls & 8,707' fs 100% free TIH to 8,762' fs tool set dwn TOH W/

WLU. RU rig pmp, pmp 10 bbls press up to2,000 psig pmp 5 bb1s drop to 1,000

psig pmp 37 bbls 1,000 psig SWI SWIFN.
TIH & jar

====================== == = Little Canyon Unit 12-36F ================ == =



EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2009

Report run on 3/7/2009 at 9:20 AM

8/1/2008 RIH w/ 1"sbs & wrk thru ti spt @ 8762'. Cont RIH & tgd fill @ 8875'. POH &

LD sbs. RIH w/free point tls. Estb 100% free movement @ 8800'. 40% movement

@ 8832' . POH & LD tls. RIH w/strg shot & back off drill col @ 8800'. POH

& LD strg shot. RDMO WLU. TOH w/2-7/8" tbg. LD fishing assy, 12' of 2-7/8"
tbg, intensifier & 1- 3-1/2" drill col. SWI & SDFWE.

====== ============= Little Canyon Unit 12-36F === ==== = =====

8/4/2008 Bd well. TIH w/2-7/8" wrk strg. KW w/ 20 bble 2% KCl wtr as TIH, TOH & LD

293 jts 2-7/8", N-80, 6.5#, EUE Brd tbg. RU 2-3/8" tbg & BOP equip. TIH w/
5-1/2" RBP, 5-1/2" PKR, 2-3/8" SN & 52 jts 2-3/8" tbg. EOT @ 1630'. SWI &

SDFN.

==== = Little Canyon Unit 12-36F =

8/5/2008 Bd well. Cont to TIH w/208 jts 2-3/8" tbg. Set 5-1/2" RBP @ 8123' & 5-1/2"

PKR @ 8083'. PT tbg & tls to 2000 psig, 5", GD tst. R1sd tls. TIH & tgd @

8290'. Wrk tbg for 2 hrs to get tls fr/82901- 83711. Contd TIH & set RBP @

8770' & pkr @ 8643' (isolate perfs fr/8687'- 8748'). MIRU Frac Tech acid
equip. EIR of 2 BPM @ 3100 psig. Ppd 700 gals 15% HCL dwn tbg & displ ac

w/16 bbls 2% KCl wtr. W/120 gals ac on perfs, TCA began to flow wtr. SD pmp
& Bd press. Rlsd pkr, PUH & re-set pkr @ 8244' (isolate perfs fr/8305·-

8591' & 8687'- 8748'). Attd to EIR & TCA std to circ. SD pmp. Rlsd pkr.
TOH to 7182' & set pkr. PT pkr dwn TCA to 2000 psig, press dropd 800 psig in
1". R1sd pkr. TIH & retr RBP. TOH w/tbg & tls. No vis damage to pkr. Lt

damage to btm setting element on RBP. SWI & SDFN.

==================== = Little Canyon Unit 12-36F =================================

8/6/2008 Held safety meeting. TIH w/5-1/2" REP, pkr, SN & tbg. Checking middle
breaks as TIH. LD & replsd 8 crimped jts. Set RBP @ 8,1231. PUH & set pkr
@ 8,070'. PT tbg to 3,123 psig for 5". Gd tst. R1sd pkr, TIH & retrv RBP.

PUH to 8,770' & set RBP. PUH & set pkr @ 8,642'. Pmp 9.7 bble trt 2% KCL

wtr to fill tbg. A. perfs fr/8687' --8748' (21 holes) @ 1.53 bpm & 3,463
psig w/16.8 bb1s 15% HCl ac, flshd ac w/37 bb1s 2% KCl wtr. ISIP 3,050

psig, 5" SIP 2,431 psig, 10" SIP 2,202 psig, 15" SIP 2,018 psig. Bd tbg &

rlsd pkr. TIH & retr RBP. PUH & set plg @ 8,652'. PUH & set pkr @ 8,210'.

A. MV perfs fr/8305· - 8591' w/15 bbls 15% HCl ac @ 2.5 bpm 3,000 psig, flshd
ac w/34 bb1s 2% KCl, ISIP 2,683 psig, 5" SIP 2,339 psig, 10" SIP 2,156 psig
15" SIP 2,087 psig. Bd tbg & rlsd pkr. TIH & retr RBP. PUH & set plg @

8,000'. PUH & set pkr @ 7,616'. A. MV perfs fr/7,692' - 7,966' w/12 bb1s
15% ac @ 2.3 bpm & 3,463 psig. Flshd ac w/38 bb1s 2% KCl, ISIP 2,915 psig,
5" SIP 2,661 psig, 10" SIP 2,454 psig, 15" SIP 2,271 psig. Bd tbg & rlsd pkr.
TIH retrv RBP. PUH & set RBP at 7,440'. Set pkr at 7,183'. A. MV perfs
fr/7242' - 7402' w/19.2 bble 15% HCl ac @ 3.5 bpm & 3,486 psig. Flshd ac
w/33 bble 2% KCl wtr. ISIP 2,592 psig, 5" 1,743 psig, 10 SIP 1,468 psig, 15"

SIP 1,261 psig. Bd well & rlsd pkr. TIH & retr RBP. TOH w/20 jts tbg.
EOT 6,8701. SWI & SDFN.
TIH w/ pkr & BP

=========-= =-= = Little canyon Unit 12-36F =================

8/7/2008 Hold safety meeting. TOH w/220 jts 2-3/8", J-55 tbg & 5-1/2 Weatherford pkr
& RBP. TIH w/mule shoe Col, SN & 280 jts 2-3/8", 4.7#, J-55, EUE, Brd tbg.
Ld tbg w/EOT @ 8749'. RIH w/1.910" tbg broach to SN @ 8748'. ND BOP, NU WH.

RU swab tls & RIH. BFL @ 5001 FS. S. O BO, 28 BLW, 6 runs, FFL @ 2,5001 FS

w|tbg on vac. SWI & SDFN.
TOH w/ pkr

= === = === ========== Little Canyon Unit 12-36F == ===========================

8/8/2008 Held safety meeting. RU & RIH w/swb tls, BFL @ 1,0001 FS, S. O BO, 117 BLW,

22 runs, FFL @ 2000' FS, w/tbg on vac. RD swb tls. SWI & SDFN.

Swabing
========== ==================== Little Canyon Unit 12-36F =

8/11/2008 RDMO Temples WS #1.
========== =============== = Little Canyon Unit 12-36F =

EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/7/2009

Report run on 3/7/2009 at 9:20 AM

8/1/2008 RIH w/ 1"sbs & wrk thru ti spt @ 8762'. Cont RIH & tgd fill @ 8875'. POH &

LD sbs. RIH w/free point tls. Estb 100% free movement @ 8800'. 40% movement

@ 8832' . POH & LD tls. RIH w/strg shot & back off drill col @ 8800'. POH

& LD strg shot. RDMO WLU. TOH w/2-7/8" tbg. LD fishing assy, 12' of 2-7/8"
tbg, intensifier & 1- 3-1/2" drill col. SWI & SDFWE.

====== ============= Little Canyon Unit 12-36F === ==== = =====

8/4/2008 Bd well. TIH w/2-7/8" wrk strg. KW w/ 20 bble 2% KCl wtr as TIH, TOH & LD

293 jts 2-7/8", N-80, 6.5#, EUE Brd tbg. RU 2-3/8" tbg & BOP equip. TIH w/
5-1/2" RBP, 5-1/2" PKR, 2-3/8" SN & 52 jts 2-3/8" tbg. EOT @ 1630'. SWI &

SDFN.

==== = Little Canyon Unit 12-36F =

8/5/2008 Bd well. Cont to TIH w/208 jts 2-3/8" tbg. Set 5-1/2" RBP @ 8123' & 5-1/2"

PKR @ 8083'. PT tbg & tls to 2000 psig, 5", GD tst. R1sd tls. TIH & tgd @

8290'. Wrk tbg for 2 hrs to get tls fr/82901- 83711. Contd TIH & set RBP @

8770' & pkr @ 8643' (isolate perfs fr/8687'- 8748'). MIRU Frac Tech acid
equip. EIR of 2 BPM @ 3100 psig. Ppd 700 gals 15% HCL dwn tbg & displ ac

w/16 bbls 2% KCl wtr. W/120 gals ac on perfs, TCA began to flow wtr. SD pmp
& Bd press. Rlsd pkr, PUH & re-set pkr @ 8244' (isolate perfs fr/8305·-

8591' & 8687'- 8748'). Attd to EIR & TCA std to circ. SD pmp. Rlsd pkr.
TOH to 7182' & set pkr. PT pkr dwn TCA to 2000 psig, press dropd 800 psig in
1". R1sd pkr. TIH & retr RBP. TOH w/tbg & tls. No vis damage to pkr. Lt

damage to btm setting element on RBP. SWI & SDFN.

==================== = Little Canyon Unit 12-36F =================================

8/6/2008 Held safety meeting. TIH w/5-1/2" REP, pkr, SN & tbg. Checking middle
breaks as TIH. LD & replsd 8 crimped jts. Set RBP @ 8,1231. PUH & set pkr
@ 8,070'. PT tbg to 3,123 psig for 5". Gd tst. R1sd pkr, TIH & retrv RBP.

PUH to 8,770' & set RBP. PUH & set pkr @ 8,642'. Pmp 9.7 bble trt 2% KCL

wtr to fill tbg. A. perfs fr/8687' --8748' (21 holes) @ 1.53 bpm & 3,463
psig w/16.8 bb1s 15% HCl ac, flshd ac w/37 bb1s 2% KCl wtr. ISIP 3,050

psig, 5" SIP 2,431 psig, 10" SIP 2,202 psig, 15" SIP 2,018 psig. Bd tbg &

rlsd pkr. TIH & retr RBP. PUH & set plg @ 8,652'. PUH & set pkr @ 8,210'.

A. MV perfs fr/8305· - 8591' w/15 bbls 15% HCl ac @ 2.5 bpm 3,000 psig, flshd
ac w/34 bb1s 2% KCl, ISIP 2,683 psig, 5" SIP 2,339 psig, 10" SIP 2,156 psig
15" SIP 2,087 psig. Bd tbg & rlsd pkr. TIH & retr RBP. PUH & set plg @

8,000'. PUH & set pkr @ 7,616'. A. MV perfs fr/7,692' - 7,966' w/12 bb1s
15% ac @ 2.3 bpm & 3,463 psig. Flshd ac w/38 bb1s 2% KCl, ISIP 2,915 psig,
5" SIP 2,661 psig, 10" SIP 2,454 psig, 15" SIP 2,271 psig. Bd tbg & rlsd pkr.
TIH retrv RBP. PUH & set RBP at 7,440'. Set pkr at 7,183'. A. MV perfs
fr/7242' - 7402' w/19.2 bble 15% HCl ac @ 3.5 bpm & 3,486 psig. Flshd ac
w/33 bble 2% KCl wtr. ISIP 2,592 psig, 5" 1,743 psig, 10 SIP 1,468 psig, 15"

SIP 1,261 psig. Bd well & rlsd pkr. TIH & retr RBP. TOH w/20 jts tbg.
EOT 6,8701. SWI & SDFN.
TIH w/ pkr & BP

=========-= =-= = Little canyon Unit 12-36F =================

8/7/2008 Hold safety meeting. TOH w/220 jts 2-3/8", J-55 tbg & 5-1/2 Weatherford pkr
& RBP. TIH w/mule shoe Col, SN & 280 jts 2-3/8", 4.7#, J-55, EUE, Brd tbg.
Ld tbg w/EOT @ 8749'. RIH w/1.910" tbg broach to SN @ 8748'. ND BOP, NU WH.

RU swab tls & RIH. BFL @ 5001 FS. S. O BO, 28 BLW, 6 runs, FFL @ 2,5001 FS

w|tbg on vac. SWI & SDFN.
TOH w/ pkr

= === = === ========== Little Canyon Unit 12-36F == ===========================

8/8/2008 Held safety meeting. RU & RIH w/swb tls, BFL @ 1,0001 FS, S. O BO, 117 BLW,

22 runs, FFL @ 2000' FS, w/tbg on vac. RD swb tls. SWI & SDFN.

Swabing
========== ==================== Little Canyon Unit 12-36F =

8/11/2008 RDMO Temples WS #1.
========== =============== = Little Canyon Unit 12-36F =



EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/9/2009

Report run on 3/7/2009 at 9:20 AM

8/11/2008 SITP 0 psig. SICP 1000 psig. MIRU Tech Swabbing SWU. RU & RIH w/swb tls.
SN @ 8,720'. BFL @ 800' FS. S. O BO, 45 BW, 12 runs, 6 hrs. SWI SDFN.

== ================ Little Canyon Unit 12-36F ============================ ==

8/12/2008 SITP O psig. SICP 1360 psig. Tech Swabbing SWU. RU & RIH w/swb tls. SN @
8,720'. BFL @ 2,0001 FS. S. O BO, 133 BW, 24 runs, 10 hrs. SWI SDFN.

=== ================== === = Little Canyon Unit 12-36F =================================

8/13/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 2,900'

FS. S. O BO, 108.55 BW, 13 runs, 13 hrs. SWI SDFN.

====== = = Little Canyon Unit 12-36F ========= =========== =

8/14/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,7201. BFL @ 3,300'

FS. S. O BO, 86.84 BW, 11 runs, 13.5 hrs. SWI SDFN.

============= =- Little Canyon Unit 12-36F ===== ===========================

8/15/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 4,600'

FS. S. O BO, 40.08 BW, 4 runs, 13.5 hrs. FFL @ 3300. SWI SDFN.

=============== === Little Canyon Unit 12-36F === =============================

8/16/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,7201. BFL @ 4,8001

FS. S. O BO, 51 BW, 7 runs, 10 hrs. FFL @ 4,800' FS. SWI SDFN.

========= == == = Little Canyon Unit 12-36F =================================

8/18/2008 Tech Swabbing SWU. BD tbg. RU & RTH w/swb tls. SN @ 8,720'. BFL @ 2,100'

FS. S. O BO, 48 BW, 1 runs, 10 hrs. FFL @ 4,100' FS. SWI SDFN.

============== = Little Canyon Unit 12-36F ===== ==================== ======

8/19/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 4,800'

FS. S. O BO, 31 BW, 3 runs, 4 hrs. FFL @ 2,5001 FS. RDMO Tech Swabbing

SWU.

================= ========= Little Canyon Unit 12-36F = ====== ============ ====

8/20/2008 MIRU D & S Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @

4,300' FS. S. O BO, 16 BW, 4 runs, 10 hrs. FFL @ 3,500' FS. KO FLWG.
SITP 1200 psig, SICP 1380 psig. Well dead at 7:00pm

======================= Little canyon Unit 12-36F =================================

8/21/2008 BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 4,800' FS. S. O BO, 12

BW, 4 runs, 9 hrs. FFL @ 3,300' FS. KO FLWG. SITP 1100 psig, SICP 1250

psig. Well logged off at 6:00 p.m.

== - == = Little Canyon Unit 12-36F ===== =

8/22/2008 D&S SWU. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 3,100' FS. S. O BO, 9

BW, i run, 5 hrs. FFL @ 3,100' FS. KO well flwg. Cycled plngr. FTP 780

psig. SICP 1100 psig. RWTP 12:00 p.m., 8-22-08. RDMO D&S Swabbing SWU.

EXECUTIVE SUMMARY REPORT
1/1/2008 - 3/9/2009

Report run on 3/7/2009 at 9:20 AM

8/11/2008 SITP 0 psig. SICP 1000 psig. MIRU Tech Swabbing SWU. RU & RIH w/swb tls.
SN @ 8,720'. BFL @ 800' FS. S. O BO, 45 BW, 12 runs, 6 hrs. SWI SDFN.

== ================ Little Canyon Unit 12-36F ============================ ==

8/12/2008 SITP O psig. SICP 1360 psig. Tech Swabbing SWU. RU & RIH w/swb tls. SN @

8,720'. BFL @ 2,0001 FS. S. O BO, 133 BW, 24 runs, 10 hrs. SWI SDFN.

=== ================== === = Little Canyon Unit 12-36F =================================

8/13/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 2,900'

FS. S. O BO, 108.55 BW, 13 runs, 13 hrs. SWI SDFN.

====== = = Little Canyon Unit 12-36F ========= =========== =

8/14/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,7201. BFL @ 3,300'

FS. S. O BO, 86.84 BW, 11 runs, 13.5 hrs. SWI SDFN.

============= =- Little Canyon Unit 12-36F ===== ===========================

8/15/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 4,600'

FS. S. O BO, 40.08 BW, 4 runs, 13.5 hrs. FFL @ 3300. SWI SDFN.

=============== === Little Canyon Unit 12-36F === =============================

8/16/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,7201. BFL @ 4,8001

FS. S. O BO, 51 BW, 7 runs, 10 hrs. FFL @ 4,800' FS. SWI SDFN.

========= == == = Little Canyon Unit 12-36F =================================

8/18/2008 Tech Swabbing SWU. BD tbg. RU & RTH w/swb tls. SN @ 8,720'. BFL @ 2,100'

FS. S. O BO, 48 BW, 1 runs, 10 hrs. FFL @ 4,100' FS. SWI SDFN.

============== = Little Canyon Unit 12-36F ===== ==================== ======

8/19/2008 Tech Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 4,800'

FS. S. O BO, 31 BW, 3 runs, 4 hrs. FFL @ 2,5001 FS. RDMO Tech Swabbing

SWU.

================= ========= Little Canyon Unit 12-36F = ====== ============ ====

8/20/2008 MIRU D & S Swabbing SWU. BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @

4,300' FS. S. O BO, 16 BW, 4 runs, 10 hrs. FFL @ 3,500' FS. KO FLWG.
SITP 1200 psig, SICP 1380 psig. Well dead at 7:00pm

======================= Little canyon Unit 12-36F =================================

8/21/2008 BD tbg. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 4,800' FS. S. O BO, 12

BW, 4 runs, 9 hrs. FFL @ 3,300' FS. KO FLWG. SITP 1100 psig, SICP 1250

psig. Well logged off at 6:00 p.m.

== - == = Little Canyon Unit 12-36F ===== =

8/22/2008 D&S SWU. RU & RIH w/swb tls. SN @ 8,720'. BFL @ 3,100' FS. S. O BO, 9

BW, i run, 5 hrs. FFL @ 3,100' FS. KO well flwg. Cycled plngr. FTP 780

psig. SICP 1100 psig. RWTP 12:00 p.m., 8-22-08. RDMO D&S Swabbing SWU.



RECEIVED: Apr. 15, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-47391 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LITTLE CANYON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LCU 12-36F 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2103 FSL 0475 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

3 /12 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. performed an acid treatment on this well per the
attached summary report. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 303-397-3736

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 4 /15 /2014

April 23, 2014

Sundry Number: 50107 API Well Number: 43047356130000Sundry Number: 50107 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTOENERGYlNC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/12/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed an acid treatment on this well per the Accepted by the
attached summary report. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 4/15/2014

RECEIVED: Apr. 15,

Sundry Number: 50107 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTOENERGYlNC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/12/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed an acid treatment on this well per the Accepted by the
attached summary report. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 23, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 4/15/2014

RECEIVED: Apr. 15,



RECEIVED: Apr. 15, 2014

Little Canyon Unit 12-36F  
 
 
3/10/2014: MIRU. ND WH. NU & FT BOP. LD donut tbg hgr. PU 2 jts 2-3/8" 4.7# J-55, EUE, 8rd tbg, Tgd 
TOF @ 8,800'. LD 2 jts tbg. TOH w/198 jts 2-3/8" tbg (EOT 2,558'). SWI. SDFN. 
 
3/11/2014:  Contd TOH w/82 jts 2-3/8" 4.7# J-55 EUE 8rd tbg, 2-3/8" SN & 2-3/8" Ms clr. Had v. ltl sc on 
OD or ID of tbg. Found BHBS stuck in tbg abv SN. TIH 4-3/4" bit , 5-1/2" csg scr, 2-3/8" SN & 282 jts 2-
3/8" tbg to TOF @ 8,800'. No TS. LD 2 jts tbg & TOH 280 jt's tbg. LD bit & scr. TIH w/ Ms clr, 2-3/8" SN & 
281 2-3/8" jts tbg. EOT @ 8,780'. SWI. SDFN.  
 
3/12/2014: MIRU acid crew. Pmp ac as follows 750 gals 15% HCL ac w/add's dwn tbg & flshd w/25 bbls 
TFW @ 1.4 - 1.8 BPM. Ppd 20 bbls TFW dwn TCA @ 1.4 BPM 400 - 600 psig. RDMO acid crew. RU & 
RIH 1.908" tbg drift to SN @ 8,779', No TS. POH & LD broach. Ppd 5 bbls TFW & flshd tbg. Dropd SV. 
PT tbg to 2,000 psig for 10”. Rlsd press & ret SV. TOH 150 jts 2-3/8" 4.7#, J-55, EUE tbg. PU 5-1/2" TS 
RBP abv 4' x 2-3/8" 4.7#, N-80, EUE, 8rd, perf tbg sub on 127 jts tbg fr/well. TIH 150 jts tbg. Set RBP @ 
4,698' w/127 jts tail pipe. LD 2 jts tbg. Ld tbg w/donut tbg hgr. EOT @ 4,640' (RBP ret tl). Ppd 1 bbls TFW 
& fill csg. EIR of 1.5 BPM @ 1,600 psig out HIC. Pour 2 sks sd dwn tbg to settle on RBP. No flw on tbg or 
csg. ND BOP. Install 2" ball vlv w/tap BP in tbg hngr. SWI. Susp rpts to further activity. Rep HIC. 
 
===============================Little Canyon Unit 12-36F============================ 

Sundry Number: 50107 API Well Number: 43047356130000Sundry Number: 50107 API Well Number: 43047356130000

Little Canyon Unit 12-36F

3/10/2014: MIRU. ND WH. NU & FT BOP. LD donut tbg hgr. PU 2 jts 2-3/8" 4.7# J-55, EUE, 8rd tbg, Tgd
TOF @8,800'. LD 2 jts tbg. TOH w/198 jts 2-3/8" tbg (EOT 2,558'). SWI. SDFN.

3/11/2014: Contd TOH w/82 jts 2-3/8" 4.7# J-55 EUE 8rd tbg, 2-3/8" SN & 2-3/8" Ms cIr. Had v. Itlsc on
OD or ID of tbg. Found BHBS stuck in tbg abv SN. TlH 4-3/4" bit ,

5-1/2" csg scr, 2-3/8" SN & 282 jts 2-
3/8" tbg to TOF @8,800'. No TS. LD 2 jts tbg & TOH 280 jt's tbg. LD bit & scr. TlH w/ Ms cIr, 2-3/8" SN &
281 2-3/8" jts tbg. EOT @8,780'. SWI. SDFN.

3/12/2014: MIRU acid crew. Pmp ac as follows 750 gals 15% HCL ac wladd's dwn tbg & flshd w/25 bbls
TFW @ 1.4 - 1.8 BPM. Ppd 20 bbls TFW dwn TCA @ 1.4 BPM 400 - 600 psig. RDMO acid crew. RU &
RIH 1.908" tbg drift to SN @8,779', No TS. POH & LD broach. Ppd 5 bbls TFW & flshd tbg. Dropd SV.
PT tbg to 2,000 psig for 10". RIsd press & ret SV. TOH 150 jts 2-3/8" 4.7#, J-55, EUE tbg. PU 5-1/2" TS
RBP abv 4' x 2-3/8" 4.7#, N-80, EUE, 8rd, perf tbg sub on 127 jts tbg fr/well. TlH 150 jts tbg. Set RBP @
4,698' w/127 jts tail pipe. LD 2 jts tbg. Ld tbg wldonut tbg hgr. EOT @4,640' (RBP ret tl). Ppd 1 bbls TFW
& fillcsg. EIR of 1.5 BPM @ 1,600 psig out HIC. Pour2 sks sd dwn tbg to settle on RBP. No flw on tbg or
csg. ND BOP. Install 2" ball vlv wltap BP in tbg hngr. SWI. Susp rpts to further activity. Rep HIC.

===============================LittleCanyonUnit12-36F============================

RECEIVED: Apr. 15,

Sundry Number: 50107 API Well Number: 43047356130000

Little Canyon Unit 12-36F

3/10/2014: MIRU. ND WH. NU & FT BOP. LD donut tbg hgr. PU 2 jts 2-3/8" 4.7# J-55, EUE, 8rd tbg, Tgd
TOF @8,800'. LD 2 jts tbg. TOH w/198 jts 2-3/8" tbg (EOT 2,558'). SWI. SDFN.

3/11/2014: Contd TOH w/82 jts 2-3/8" 4.7# J-55 EUE 8rd tbg, 2-3/8" SN & 2-3/8" Ms cIr. Had v. Itlsc on
OD or ID of tbg. Found BHBS stuck in tbg abv SN. TlH 4-3/4" bit ,

5-1/2" csg scr, 2-3/8" SN & 282 jts 2-
3/8" tbg to TOF @8,800'. No TS. LD 2 jts tbg & TOH 280 jt's tbg. LD bit & scr. TlH w/ Ms cIr, 2-3/8" SN &
281 2-3/8" jts tbg. EOT @8,780'. SWI. SDFN.

3/12/2014: MIRU acid crew. Pmp ac as follows 750 gals 15% HCL ac wladd's dwn tbg & flshd w/25 bbls
TFW @ 1.4 - 1.8 BPM. Ppd 20 bbls TFW dwn TCA @ 1.4 BPM 400 - 600 psig. RDMO acid crew. RU &
RIH 1.908" tbg drift to SN @8,779', No TS. POH & LD broach. Ppd 5 bbls TFW & flshd tbg. Dropd SV.
PT tbg to 2,000 psig for 10". RIsd press & ret SV. TOH 150 jts 2-3/8" 4.7#, J-55, EUE tbg. PU 5-1/2" TS
RBP abv 4' x 2-3/8" 4.7#, N-80, EUE, 8rd, perf tbg sub on 127 jts tbg fr/well. TlH 150 jts tbg. Set RBP @
4,698' w/127 jts tail pipe. LD 2 jts tbg. Ld tbg wldonut tbg hgr. EOT @4,640' (RBP ret tl). Ppd 1 bbls TFW
& fillcsg. EIR of 1.5 BPM @ 1,600 psig out HIC. Pour2 sks sd dwn tbg to settle on RBP. No flw on tbg or
csg. ND BOP. Install 2" ball vlv wltap BP in tbg hngr. SWI. Susp rpts to further activity. Rep HIC.

===============================LittleCanyonUnit12-36F============================

RECEIVED: Apr. 15,



RECEIVED: Jun. 24, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-47391 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LITTLE CANYON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LCU 12-36F 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2103 FSL 0475 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /1 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. intends to repair the production casing in this well per
the attached procedure. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 303-397-3736

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 6 /24 /2014

July 09, 2014

Sundry Number: 52403 API Well Number: 43047356130000Sundry Number: 52403 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTOENERGYlNC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/1/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. intends to repair the production casing in this well per Approved by the
the attached procedure. Ukd1; DS¼iilikh‡of

OFI, Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 6/24/2014

RECEIVED: Jun. 24,

Sundry Number: 52403 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTOENERGYlNC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/1/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. intends to repair the production casing in this well per Approved by the
the attached procedure. Ukd1; DS¼iilikh‡of

OFI, Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 6/24/2014

RECEIVED: Jun. 24,



RECEIVED: Jun. 24, 2014

LCU 12-36F 
Casing Leak Repair Procedure 

Sec 36, TIOS, R20E 
Uintah County, Utah! API 43-047-35613 

	

Surf 	csg: 	8-5/8", 32#, J-55 csg @ 2,22'. 

	

Prod 	csg: 	5-1/2", 17#, N-80 (surf-9,101') csg (burst 7,740 psi, 80% 6,200 psi, 0.0232 bbl/ft) and 
PBTD @ 9,064. Original TOC @ 3,320' via CBL on 3/11/2005. Cement squeeze CBL 
7/9/2008 shows 0% bond 2,800-2,900', 100% bond 2,500-2,800', 15% bond 2,212-
2,500'. 

	

Tbg: 	EOT @ 8,666, 2 3/8" EUE J-55, RBP @ 4,698' w/ 2 sks sand on top, On/Off tool @ 
4,637' w/ 2 3/8" tbg back to surface 

Perforations: MV: 7,242' -9,018' 

Recent Prod: Plngr lift, 50 mcfd, 0.7 bopd, I bwpd 

Note: Contact BLM and UTDOGM before commencing cement squeeze. Prior approval required. 

1. MIRU completion rig. BD well. ND WI-I. NU and FT BOP. 

2. POOH tubing. 

3. PU retrievable packer on tubing. RIH and set packer -3,500'. Pressure test production casing 
and plug to 500 psi to ensure plug is holding. 

4. Pressure test TCA to 500 psi to verify leak. If pressure test holds, contact Ops Engineer. 

5. If leak off is detected during initial pressure test, move packer up hole and pressure test both 
tubing and TCA. Repeat until the leak(s) is/are isolated. The leaks will most likely be somewhere 
between 2,578-2,970', where HIC squeeze operations were performed in 2008. 

6. Once leaks are isolated, attempt to establish an injection rate. Record rates and pressures. TOH 
tubing and packer. Pour two sacks sand down casing to settle on RBP. 

7. If leaks are found and adequate injection rate is achieved, squeeze leaks with cement. Cement 
design and squeeze procedure will be determined once injection test results are obtained. Have 
cement equipment and tools ready to squeeze following leak detection. 

Sundry Number: 52403 API Well Number: 43047356130000Sundry Number: 52403 API Well Number: 43047356130000

LCU 12-36F
Casing Leak Repair Procedure

Sec 36, T10S, R20E
Uintah County, Utahl API 43-047-35613

Surf csg: 8-5/8", 32#, J-55 esg @2,212'.

Prod csg: 5-1/2", 17#, N-80 (surf-9,l01') csg (burst 7,740 psi, 80%= 6,200 psi, 0.0232 bbl/ft) and
PBTD @9,064'. Original TOC @3,320' via CBL on 3/l 1/2005. Cement squeeze CBL
7/9/2008 shows 0% bond 2,800-2,900', 100% bond 2,500-2,800', 15% bond 2,212-
2,500'.

Tbg: EOT @8,666, 2 3/8" EUE J-55, RBP @4,698' w/ 2 sks sand on top, On/Off tool @
4,637' w/ 2 3/8" tbg back to surface

Perforations: MV: 7,242' - 9,0 l 8'

Recent Prod: Plngr lift, 50 mcfd, 0.7 bopd, 1 bwpd

Note: Contact BLM and UTDOGM before commencing cement squeeze. Prior approval required.

1. MIRU completion rig. BD well. ND WH. NU and FT BOP.

2. POOH tubing.

3. PU retrievable packer on tubing. RIH and set packer ~3,500'. Pressure test production casing
and plug to 500 psi to ensure plug is holding.

4. Pressure test TCA to 500 psi to verify leak. If pressure test holds, contact Ops Engineer.

5. If leak off is detected during initial pressure test, move packer up hole and pressure test both
tubing and TCA. Repeat until the leak(s) is/are isolated. The leaks will most likely be somewhere
between 2,578-2,970', where HlC squeeze operations were performed in 2008.

6. Once leaks are isolated, attempt to establish an injection rate. Record rates and pressures. TOH
tubing and packer. Pour two sacks sand down casing to settle on RBP.

7. If leaks are found and adequate injection rate is achieved, squeeze leaks with cement. Cement
design and squeeze procedure will be determined once injection test results are obtained. Have
cement equipment and tools ready to squeeze following leak



RECEIVED: Jul. 22, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-47391 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LITTLE CANYON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LCU 12-36F 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2103 FSL 0475 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

7 /3 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. has completed the production casing repair in this well
per the attached summary report. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 303-397-3736

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 7 /22 /2014

August 13, 2014

Sundry Number: 53687 API Well Number: 43047356130000Sundry Number: 53687 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/3/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has completed the production casing repair in this well Accepted by the
per the attached summary report. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 13, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 7/22/2014

RECEIVED: Jul. 22,

Sundry Number: 53687 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/3/20 14
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has completed the production casing repair in this well Accepted by the
per the attached summary report. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 13, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 7/22/2014

RECEIVED: Jul. 22,



RECEIVED: Jul. 22, 2014

Little Canyon Unit 12-36F  
 
 
6/23/2014: MIRU. TOH tbg. PU & TIH pkr and tbg. Set pkr & PT 5.5" csg to 2,000 psig, Contd moving tls 
& Isol hole from 2,978' - 3,135'. Reset pkr @ 2,698'. EIR .63 bpm @ 500 psig, Ppd 50 BTFW. Unable to 
pmp dn 8.625" csg @ 500 psig.  
 
6/24/2014: MIRU cmnt crew. PT surf ln’s to 3,000 psig. Estd EIR, Ppd dwn tbg w/450 sx class G cmnt. 
Displ w/11 BFW. No returns up 8-5/8" csg.  
 
6/25/2014: Rsld pkr @ 2,700'. TOH tbg. PU & TIH w/bit and tbg. RU pwr swvl & estb RC w/rig pmp. Drl 
out cement. PT 5.50" csg to 1,000 psig, gd tst. Contd CO cmnt to 3040'. PT 5.50" csg to 1,000 psig. 
Contd CO cmnt to 3,138' & fell free. PT 5.50" csg to 1,000 psig.  
 
6/26/2014: Contd TIH w/48 jts 2-3/8" tbg, Tgd 17' sd @ 4,675'. PU pwr swvl & estb circ w/rig pmp. Circ sd 
fr/RBP & displace well bore w/TFW. TOH tbg and bit. PU & TIH w/RH and tbg, Tgd 1' fill on top of RBP @ 
4,692'. Estb circ w/rig pmp. RC w/25 bbls TFW. Rlsd TS RBP. TOH tbg & well started unloading. Turn 
well to flw back tk, Bd well. FCP 500 - 100 psig. Ppd dwn tbg w/TFW & kld tbg. Contd TOH tbg & well 
started unloading up tbg.  
 
6/27/2014: TOH tbg, LD 5-1/2" TS, RBP. Cont TOH tbg. TIH w/2-3/8" ms clr, 2-3/8" SN & tbg. Broach. ND 
BOP. NU WH. Swab. 
 
6/30/2014: Swab. 
 
7/1/2014: Swab. 
 
7/2/2014: Swab. 
 
7/3/2014: Swab.  RWTP. 
 
================================Little Canyon Unit 12-36F============================ 

Sundry Number: 53687 API Well Number: 43047356130000Sundry Number: 53687 API Well Number: 43047356130000

Little Canyon Unit 12-36F

6/23/2014: MIRU. TOH tbg. PU & TlH pkr and tbg. Set pkr & PT 5.5" csg to 2,000 psig, Contd moving tls
& Isol hole from 2,978' - 3,135'. Reset pkr @2,698'. EIR .63 bpm @500 psig, Ppd 50 BTFW. Unable to
pmp dn 8.625" csg @500 psig.

6/24/2014: MIRU cmnt crew. PT surf In's to 3,000 psig. Estd EIR, Ppd dwn tbg w/450 sx class G cmnt.
Displ w/11 BFW. No returns up 8-5/8" csg.

6/25/2014: Rsld pkr @2,700'. TOH tbg. PU & TlH w/bit and tbg. RU pwr swvl & estb RC w/rig pmp. Drl
out cement. PT 5.50" csg to 1,000 psig, gd tst. Contd CO cmnt to 3040'. PT 5.50" csg to 1,000 psig.
Contd CO cmnt to 3,138' & fell free. PT 5.50" csg to 1,000 psig.

6/26/2014: Contd TlH w/48 jts 2-3/8" tbg, Tgd 17' sd @4,675'. PU pwr swvl & estb circ w/rig pmp. Circ sd
fr/RBP & displace well bore w/TFW. TOH tbg and bit. PU & TlH w/RH and tbg, Tgd 1' fillon top of RBP @
4,692'. Estb circ w/rig pmp. RC w/25 bbls TFW. RIsd TS RBP. TOH tbg & well started unloading. Turn
well to flw back tk, Bd well. FCP 500 - 100 psig. Ppd dwn tbg w/TFW & kld tbg. Contd TOH tbg & well
started unloading up tbg.

6/27/2014: TOH tbg, LD 5-1/2" TS, RBP. Cont TOH tbg. TlH w/2-3/8" ms cIr, 2-3/8" SN & tbg. Broach. ND
BOP. NU WH. Swab.

6/30/2014: Swab.

7/1/2014: Swab.

7/2/2014: Swab.

7/3/2014: Swab. RWTP.

================================LittleCanyonUnit12-36F============================

RECEIVED: Jul. 22,

Sundry Number: 53687 API Well Number: 43047356130000

Little Canyon Unit 12-36F

6/23/2014: MIRU. TOH tbg. PU & TlH pkr and tbg. Set pkr & PT 5.5" csg to 2,000 psig, Contd moving tls
& Isol hole from 2,978' - 3,135'. Reset pkr @2,698'. EIR .63 bpm @500 psig, Ppd 50 BTFW. Unable to
pmp dn 8.625" csg @500 psig.

6/24/2014: MIRU cmnt crew. PT surf In's to 3,000 psig. Estd EIR, Ppd dwn tbg w/450 sx class G cmnt.
Displ w/11 BFW. No returns up 8-5/8" csg.

6/25/2014: Rsld pkr @2,700'. TOH tbg. PU & TlH w/bit and tbg. RU pwr swvl & estb RC w/rig pmp. Drl
out cement. PT 5.50" csg to 1,000 psig, gd tst. Contd CO cmnt to 3040'. PT 5.50" csg to 1,000 psig.
Contd CO cmnt to 3,138' & fell free. PT 5.50" csg to 1,000 psig.

6/26/2014: Contd TlH w/48 jts 2-3/8" tbg, Tgd 17' sd @4,675'. PU pwr swvl & estb circ w/rig pmp. Circ sd
fr/RBP & displace well bore w/TFW. TOH tbg and bit. PU & TlH w/RH and tbg, Tgd 1' fillon top of RBP @
4,692'. Estb circ w/rig pmp. RC w/25 bbls TFW. RIsd TS RBP. TOH tbg & well started unloading. Turn
well to flw back tk, Bd well. FCP 500 - 100 psig. Ppd dwn tbg w/TFW & kld tbg. Contd TOH tbg & well
started unloading up tbg.

6/27/2014: TOH tbg, LD 5-1/2" TS, RBP. Cont TOH tbg. TlH w/2-3/8" ms cIr, 2-3/8" SN & tbg. Broach. ND
BOP. NU WH. Swab.

6/30/2014: Swab.

7/1/2014: Swab.

7/2/2014: Swab.

7/3/2014: Swab. RWTP.

================================LittleCanyonUnit12-36F============================

RECEIVED: Jul. 22,



RECEIVED: Sep. 13, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-47391 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 LITTLE CANYON 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LCU 12-36F 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2103 FSL 0475 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /18 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Cleanout

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. performed a cleanout on this well per the following:
08/02/16: MIRU. TOH 2-3/8" tbg. RDMO. Wait on Swab Unit.

08/08/16: MIRU pmp trk. Pmp 500 gal 15% HCL w/5 gal MX 765-8 dn
tbg and flush w/25 bbls TFW. SWIFPBU RDMO Pmp truck. Will swab

asap. 08/09/16: MIRU SWU. RIH w/swb tl's. SWIFPBU. 08/15/16: MIRU.
Mix and pump 20 gals MX 765-8 w/ 40 bls TFW. 35 bls dwn TCA. Pump

5 bls dwn tbg. RDMO SU. 08/16/16: MIRU SWU. RIH w/swb tl's.
SWIFPBU. 08/17/16: RIH W/swb tl's. 08/18/16: Cycle plunger to surf &

RWTP. RDMO SWU.

NAME (PLEASE PRINT) PHONE NUMBER 
 Rhonda Smith 505 333-3215

TITLE
 Regulatory Clerk

SIGNATURE
 N/A

DATE
 9 /13 /2016

September 22, 2016

Sundry Number: 74373 API Well Number: 43047356130000Sundry Number: 74373 API Well Number: 43047356130000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-47391

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. LITTLECANYON

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LCU 12-36F

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43047356130000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext NATURALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2103 FSL 0475 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSW Section: 36 Township: 10.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/18/2016
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Cleanout

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed a cleanout on this well per the following: Accepted by the
08/02/16: MIRU. TOH 2-3/8" tbg. RDMO. Wait on Swab Unit. Utah Division of

08/08/16: MIRU pmp trk. Pmp 500 gal 15% HCL w/5 gal MX 765-8 dn Oil, Gas and Mining

tbg and flush w/25 bbls TFW. SWIFPBU RDMO Pmp truck. Will swab FOR RECORD ONLY
asap. 08/09/16: MIRU SWU. RIH w/swb tl's. SWIFPBU. 08/15/16: MIRU. September 22, 2016

Mix and pump 20 gals MX 765-8 w/ 40 bls TFW. 35 bls dwn TCA. Pump
5 bls dwn tbg. RDMO SU. 08/16/16: MIRU SWU. RIH w/swb tl's.

SWIFPBU. 08/17/16: RIH W/swb tl's. 08/18/16: Cycle plunger to surf &
RWTP. RDMO SWU.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rhonda Smith 505 333-3215 Regulatory Clerk

SIGNATURE DATE
N/A 9/13/2016

RECEIVED: Sep. 13,


	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	SPUD
	SUNDRY-SPUD
	WCR
	OPERATOR-CHG



